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Photon emission intensities in the decay of U-235

Introduction

Uranium-235 is the parent of one of the natural radioactive decay series and appears in the background of any spectrometer and is also classed as a NORM (Naturally Occurring Radioactive Material). Uranium-235 disintegrates by alpha emission to excited levels of thorium-231, with a halflife of 7.04 (1)  10 8 years, producing thorium X rays and gamma rays in the energy range below 450 keV. Most of the emission intensities of these lines are very weak, since only X rays and 6 gamma rays have emission intensities higher than 0.01. Probably due to the weak specific activity of U-235 and its presence in any background measurement, only few experiments have been conducted to measure the photon emission probabilities associated to U-235 decay. Recommended values are based on the intensity of the 185.72-keV gamma ray which is used to normalize relative measurements. It must be noted that this reference peak overlaps with the 186.21-keV peak from Ra-226 decay in the experimental gamma-ray spectra. In the evaluation performed in 2008 (Xialonag and Baosong, 2009), only six independent measurements of the absolute emission probability of the 185.72-keV gamma ray were available, leading to the recommended value of 57.1 (3) %. The progeny in the U-235 decay chain (Figure 1) includes Th-231 (half-life= 25.52 h) which is in equilibrium with U-235: it decays by beta minus disintegration to excited levels of protactinium-231, producing Pa X rays and gamma rays with 352-keV maximum energy.

Experimental procedure

The source was prepared at JEC-Geel by deposition of a U-235 solution on glass plate. The impurities were quantified by isotope dilution mass spectrometry (U-234: 5.3 %, U-236: 0.110 % and U-238: 0.00005 %) what required to apply a corrective factor, Fc=0.9458(7), to derive the U-235 activity from the source counting result. The deposit radius is 7.8(20) mm and the homogeneity was checked by autoradiography.

Alpha spectrometry

Standardization was carried out by defined solid angle (DSA) alpha counting, using a partially depleted PIPS detector (Canberra), in a vacuum chamber. The detector is connected linked to an analogic electronic chain with a multichannel analyzer which provides the experimental spectrum.

The geometrical factor, ( being the solid angle), is derived from the source-to-collimator distance (166.29 (21) mm), the collimator and the source radii (20.255(2) mm and 7.8(20) mm, respectively) and is defined with 0.26 % relative combined standard uncertainty. Two spectra with a total acquisition time of 10 6 seconds have been recorded. The source activity, Bq is obtained as:

(Eq. 1)
is the net counting recorded by the detector and is the acquisition live time. The uncertainty budget is presented in Table 1.

Gamma-ray spectrometry

Efficiency calibration

Gamma spectrometry was performed using two N-type high-purity germanium (HPGe) detectors: one for the low-energy range, and one for the high one, at different source-to-detector distances. The main HPGe detector (G9) using a 100 cm 3 germanium crystal is equipped with a 500-µm thick beryllium entrance window, linked to analog electronic chain. This spectrometer was calibrated using LNHB standard point sources, at the reference source-to-detector distance of 10 cm. The full-energy peak (FEP) efficiency, was derived from the net counting of peaks obtained from GAMMAVISION® spectroscopy software (ORTEC, 2016), or using COLEGRAM software (Ruellan et al., 1986) to process complex region of interest with overlapping peaks. Coincidence-summing corrections are taken into account using the ETNA software [START_REF] Piton | Efficiency transfer and coincidence summing corrections for gamma-ray spectrometry[END_REF]. The raw data (energy, efficiency) were fitted using two log-log polynomial functions, one for the low-energy range (15 keV to 150 keV) and one for the high-energy range (120 keV to 2 MeV). Experimental values and efficiency calibration fitted curves are plotted in Figure 1, with detail on the low-energy range presented in Figure 2. In the 120 keV to 150 keV region where both curves overlap, the relative difference between theses is less than 0.5 %. Relative standard combined uncertainties are about 0.6 % in the 120 keV to 1500 keV energy range, 1.0 % above 1500 keV and 1.0 % to 2.0 % from30 keV to120 keV. The secondary HPGe detector (GENIX) has a planar geometry with a 2.6 cm 3 germanium crystal and a 127-µm thick beryllium window, connected to an analog electronic chain. Due to the small crystal size, it has a better energy resolution than the one of the large detector (full width at half maximum= 500 eV at 120 keV, instead of 800 eV for detector G9). The FEP efficiency is obtained for the reference sourceto-detector of 8 cm, using the same procedure as for detector G9.

Photon emission intensities determination

Several spectra were obtained using the two HPGe detectors. The reference values are derived from spectra acquired with detector G9 during t= (2.8 x 10 6 ) seconds live time, the U-235 source being installed at the reference position. For each peak with energy , the photon emission intensity, is derived from the net counting of the full-energy peak, obtained using GAMMAVISION® for well isolated peaks or COLEGRAM for the complex regions.

(Eq. 2)

is the source activity (Bq) and is the live time. The FEP efficiency, , is obtained from the calibration procedure. Corrections for the radionuclide decay are negligible. Corrections for source geometry, , and coincidence summing effects, , are computed using ETNA. The geometry effect due to the source area induces a corrective factor between 1.004 and 1.006, for the high and low energies, respectively. The coincidence summing corrective factor takes into account true coincidences between gamma rays and K and L X rays, and range from 1.000 to 1.021. The associated relative combined standard uncertainties are computed as:

(Eq. 3)
The uncertainty associated to the count rate, includes statistics and background subtraction, and the last term is added to take into account the peak area determination and the reproducibility. The uncertainty budget for the reference peak 185.72 keV) is presented in Table 2. The relative combined standard uncertainties associated to the six main absolute intensity values are between 1.3 % and 2.0 %.

Complementary measurement was performed with the source at 2 cm from the detector window, to derive the intensities of weaker peaks. Corrective factors for efficiency transfer were necessary and induced larger uncertainties for these peaks. In addition, the detector GENIX, with the source at 3 cm from the beryllium window, was used to record spectra for a detailed processing of the low-energy region. During the peak area determination, some energy regions required special attention, as detailed hereafter:  Doublet 182.62 keV and 185.72 keV The reference peak (185.72 keV) was analyzed together with the 182.62-keV peak, using COLEGRAM, the area of last one representing 0.7 % of the region of interest. The contribution of the background was subtracted as 4.6 % of the net peak area. The coincidence summing corrective factor applied was 1.0008. The resulting photon emission intensity is 0.576 (7). This result is compared with previous experimental data in Table 3.

 70 keV to 100 keV (K X-ray lines) There is a large number of peaks in the K-X ray region, due to U-235 decay (Th K X rays and several gamma-ray lines) and to other daughters in equilibrium (Ac and Pa K X rays). Moreover, background peaks (Pb and Bi K X rays and U self-fluorescence K X rays are also present in the energy region ranging from 70 keV to 100 keV. This region was processed using COLEGRAM which allows fitting of experimental data with Gaussian or Voigt functions, according to the origin of the photons. Gammaray peaks are fitted using Gaussian shapes, whose individual widths follow a linear function versus the root square of the energy. X-ray peaks are fitted with Voigt functions, the Gaussian width evolving as the gamma-ray ones while the Lorentzian width are fixed values, derived from tabulated data: the intrinsic linewidth of the emitted photon is calculated as the sum of the width of the corresponding atomic levels [START_REF] Campbell | Widths of atomic K-N7 levels[END_REF]. An example of the peak fitting results is presented in Figure 3.

 10 keV to 20 keV (L X-ray lines)

The case of the low-energy region is similar to the case of the K X-ray energy region since it includes L X rays of different elements. Here, these are processed using simple Gaussians, since the natural line width (Lorentzian) of L lines is much lower than the experimental Gaussian width and can be neglected in first approximation.

Results and discussion

Absolute and relative photon emission intensities in the decay of U-235 are presented in Table 4. The relative photon emission intensities, , are computed using the 185.72-keV peak (M) intensity as normalization factor:

(Eq. 4)

In this case, the associated relative combined standard uncertainties are computed according to:

(Eq. 5),
where is the covariance taking into account the correlation between the efficiency values. In addition, Table 5 presents photons emission intensities in the decay of Th-232, which were determined in the same way. Detailed values for the L X-rays groups are given for thorium and for protactinium in the U-235 decay chain. In both tables, the absolute photons emission intensities are compared with the evaluated data (Nucleide, 2016). Most of the present results are in agreement with the tabulated data. However, some discrepancies are noticed in the 70-keV and 90-keV energy regions: the complex spectrum structure with gamma-and K X-rays from different nuclides, together with the strong influence of the background and uranium self-fluorescence make it difficult to unambiguously attribute the counting to individual lines. Nevertheless it is expected that these new experimental values will provide helpful information for further evaluation of the decay schemes of U-235 and Th-231.
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 4 Relative and absolute photon emission intensities in the decay of U-235, and comparison with Nucleide database

	Energy (keV)	Relative intensity This study	Absolute intensity This study Nucleide
	Pa Ll X-rays	2.88 (7)	1.66 (4)	
	Pa L X-rays	50.9 (11)	29.4 (6)	
	Pa L X-rays	49.9 (11)	28.8 (6)	
	Pa L X-rays	8.53 (18)	4.93 (11)	
	Pa total L X-rays	112.2 (24)	64.8 (14)	65 (3)
	25.64	24.14 (31)	13.95 (18)	13.9 (7)
	58.57	0.820 (18)	0.453 (25)	0.480 (16)
	81.228	1.541 (30)	0.85 (5)	0.905 (23)
	82.087	0.642 (16)	0.353 (20)	0.418 (13)
	84.214	12.67 (19)	6.98 (36)	6.70 (7)
	Pa K2 X-ray	0.420 (7)	0.231 (12)	0.37 (4)
	99.278	0.249 (5)	0.137 (7)	0.137 (6)
	102.27	0.585 (10)	0.322 (17)	0.441 (11)
	Pa K'1 X-rays	0.211 (4)	0.116 (6)	0.21 (2)
	163.101	0.821 (14)	0.452 (24)	0.156 (5)

Table 5 :

 5 Relative and absolute photon emission intensities in the decay of Th-231, and comparison with Nucleide database (Normalization is calculated using the absolute intensity of the U-235 185.72-keV peak)
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