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Illustration -Corrosion inhibitors (Directive REACH)

Chromium is a surprisingly common ingredient in anticorrosion coatings such as the paint pretreatment being sprayed on the airplane fuselage, but chromium ions are a serious health threat when inhaled or ingested Solutions:

-Large developments for new and « green » inhibitors silane coatings for aerospace (?)
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  of corrosion is 3-4% of the world's Gross Domestic Product One quarter of the steel annual production is destroyed by corrosion Source: World Corrosion Organization (granted NGO by the United Nations) Illustrations from the web Atmospheric corrosion in a chemical plant Corrosion cracking of the fuselage of airplane (April 28, 1988 -1 fatal over 95) Pitting corrosion of an oil tank Mississippi Bridge, Minneapolis, August 1, 2007, 13 fatal structural weakness caused by corrosion ERIKA (1999) "result of structural weakness caused by corrosion" 10. Design for innocuous degradation 11. Pollution prevention 12. Safer for accident prevention Principle 1… Prevention: it is better to prevent waste/pollution than to treat and clean up after it has been done Illustration -Pollution linked to the copper roofs In many cities, copper roofs are used since centuries, but with the recent requirements regarding the polluted waters, raining waters on these roofs are becoming too concentrated in metallic cations … Solutions : -More resistant alloys -Pre-oxidized copper surfaces C. Leygraf & al., Atmospheric corrosion, ECS series, 2000 | PAGE 5 ''Green Workshop'', Eurocorr 2018 Principle 2… Atoms economy: economy of "raw materials" Illustration -extension of exploitation time of industrial equipements Initial nuclear power plants were planned for 30 years, new ones are planned for 60 years of operation and the exploitation of some old ones have been extended to 60 years or more, one reason being a very good corrosion resistance of the alloys. Atoms economy: 7 000 tonnes for the confinement building, 550 tonnes for the steam generator, 330 à 510 tonnes for the vessel, …. Beznau nuclear power plant (1969, 365 Mwe, initially planned for 40 years, the oldest nuclear power plant in operation today | PAGE 6 ''Green Workshop'', Eurocorr 2018 Principle 3… Less hazardous conditions: working and living in safer conditions with less hazardous chemicals Illustration -the control of corrosion is needed for safe operation of plants and civil structures Actions:-In France 302 events are linked to corrosion and are analyzed on a governmental web site with the objective to inform and prevent https://www.aria.developpement-durable.gouv.fr/wp-content/files_mf/SY_corrosion_JFM_FR_20052014.Chemical products should be designed to affect their design function while minimizing their toxicity

Principle 5…

Benin solvents: The use of auxiliary substances (e.g., solvents) should be made unnecessary wherever possible and, innocuous when used. 

Illustration -protective coatings for anticorrosive purposes

Principle 6…

Design for energy efficiency

Illustration -Efficiency of electricity production

Thermal electricity generation process is limited by the Carnot efficiency = (T source -T sink ) / T source . High temperatures of T source lead to a better efficiency, but corrosion is thermally activated.

Challenges:

-Thermally resistant alloys -High temperature corrosion 

Principle 7…

Use of renewable feedstocks: A raw material or feedstock should be renewable rather than depleting whenever technically and economically practicable. 

Illustration -galvanizing

• Galvanization is the process of coating iron and steel with zinc is widely used in applications where corrosion resistance is needed. 

Principle 10…

Design for innocuous degradation: design a product including for its final degradation. 

Illustration -recycling metals and alloys

Evolution

Illustration -corrosion monitoring

Metallic cations are pollutants for natural environments Corrosion Monitoring is a process that evaluates and monitors equipment components, structures, process units, and facilities for signs of corrosion.