Impact of machine stiffness and heat treatments on crack propagation instabilities in an

-

  Broken coarse Mg 2 Si in dimples -Nucleation controlled by coarse precipitates (Mg 2 Si & IMF) No difference in zone with and without pop-in stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy No preferential localization of coarse particles: mainly transgranular fracture Intergranular fracture around the small grains stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy Ductile failure, very rough crack surface Heterogeneous presence of large clusters of porosity at the crack tip Design of an assembly allowing to decrease the stiffness 𝑲 𝒕 Use of belleville washers, to increase the compliance in compression stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy 'Load' approach Instability criterion ? 𝑡 = 𝑢 𝑚 + 𝑢 𝑠 = 𝑢 𝑚 + 𝑢 𝑠 𝑒 + ≤ -𝐾 𝑡 (𝑁, 𝑢 𝑠 𝑝 ) instability 16 th European Mechanics of Materials Conference | March 26-28, 2018 | 18 Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy 𝑡 𝑁, 𝑢 𝑠 𝑝 ≤ 0 ? Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy Excellent agreement between the predictions of the criterion and the tests General small-scale yielding case Reasoning developed by Paris et al., 1979 Machine stiffness Good agreement between the predictions of the criterion and the tests Experimental pop-ins seem to stop too late : some dynamic effects are not considered 𝑇 𝑚𝑎𝑡 = 𝑑𝐽 𝑚𝑎𝑡 𝑑𝑎 ≤ 𝑇 𝑎𝑝𝑝 (𝑃, 𝑎) Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy Conclusions : • Pop-ins studied are purely mechanical crack growth instabilities • Result from the interaction of the material behavior (favored by a decrease of tearing modulus) and imposed loading (favored by a high compliance of the total system) (𝑃, 𝑎) = 𝑔(𝑃, 𝑎) 𝑎 𝑒𝑓𝑓 = 𝑎 + 𝑟 𝑦 𝑇 𝑚𝑎𝑡 = 𝑑𝐽 𝑚𝑎𝑡 𝑑𝑎 ≤ 𝑇 𝑎𝑝𝑝 (𝑃, 𝑎 𝑒𝑓𝑓 ) = 𝑔(𝑃, 𝑎 𝑒𝑓𝑓 1 -𝐸 𝛾𝜋𝜎 𝑦 2 𝑔(𝑃, 𝑎 𝑒𝑓𝑓 ) Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy Aluminium 6061-T6 Age-hardened alloy → 4 aging times (175 °C) to obtain 4 metallurgical states: stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy • Pilotage en longueur d'arc : méthode incrémentale de Riks • Principe : ajouter aux équations d'équilibre une équation imposant la longueur du vecteur incrémental dans le plan charge/déplacement -> le chargement appliqué devient une variable additionnelle du problème • Rajout d'un ressort à raideur variable dans la simu 2D : Mechanics of Materials Conference | March 26-28, 2018 | 42 Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy • Méthode : -Extraction de la contrainte principal 𝜎 𝐼 -𝑓 𝑛 = 𝐴(𝜎 𝐼 ) 𝑝 -𝐴(𝜎 𝐼 ) = 𝐴 𝑛0 + 𝜎 𝐼 𝜎 𝑀 • Paramètres d'optimisation : -q 1 (Tvergaard). Potentiel plastique : -𝐴 𝑛0 -𝜎 𝑀 -fact (facteur géométrique permettant de dilater le maillage fin) 16 th European Mechanics of Materials Conference | March 26-28, 2018 | 43 Impact of machine stiffness and heat treatments on crack propagation instabilities in an Al-Mg-Si alloy • Zebulon • Eléments quadrangles (8 noeuds) linéaires à intégration sélective • Comparaison 2D déf planes -3D validée • Différents traitements thermiques : -Loi élastoplastiques (Voce) différentes -Lois d'endommagement (Gurson et nucléation par les contraintes) identiques 2D • Après optimisation des paramètres :
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No PLC effect (contrary to the literature)