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Pertraction principle

Liquid-liquid extraction across hollow fibers (membrane) Interfacial area determined by the geometry of the device No emulsion is generated

 Can it be used to increase separation efficiency with other ions?  How can mass transfer be increased using ultrasonic external triggering?

-7-Parameters

  No need for density difference between phases -No problem of phase emulsification -Well defined geometry: easy scale-up -Co or counter-current configuration  Drawbacks -Generally lower mass transfer flux compared to classical extraction devices (mixers-settlers, agitated columns, centrifuge extractors) -Pressure in each phase must be well control to avoid phase entrainments Modelling of extraction through a cylindrical hollow fiber (2/2) -General transport equation of a solute in each phase 𝜕𝐶 𝑟, 𝑧, 𝑡 𝜕𝑡 = -𝑢 𝑟, 𝑧 𝜕𝐶 𝑟, 𝑧, Kinetics of transfer at the interphase between the aqueous phase and the organic phase mass transfer flux at the interphase -Constant or variable distribution coefficient -Discretization of equations with finite differences scheme and resolution of the matrix system with a time implicit scheme using Scilab software -Transient calculation performed until equilibrium is reached 𝐷 = 𝐷 𝑎𝑞 in the aqueous channel 𝐷 = 𝐷 𝑜𝑟𝑔 in the organic channel in the hydrophobic membrane (i.e. filled with organic phase) Calculation of the mass transfer coefficients from concentration profiles Determination of the influence of the different terms in the resistance to mass transfer ∅ = 𝐾 𝑎𝑞 𝐶 𝑎𝑞 -𝐶 𝑜𝑟𝑔 𝐾 𝑑 = 𝑘 𝑎𝑞 𝐶 𝑎𝑞 -𝐶 𝑎𝑞,𝑖 = 𝐷 𝑎𝑞 𝜕𝐶 𝑎𝑞 𝜕𝑟 𝑖 ∅ = 𝐾 𝑜𝑟𝑔 𝐾 𝑑 𝐶 𝑎𝑞 -𝐶 𝑜𝑟𝑔 = 𝑘 𝑜𝑟𝑔 𝐶 𝑜𝑟𝑔.𝑠 -𝐶 𝑜𝑟𝑔 = 𝐷 𝑜𝑟𝑔 𝜕𝐶 = 5.8 10 -10 m².s -1 (experimental value*)  D org = 10.6 10 -11 m².s -1 (derived from experimental value* for [HDEHP] = 1 M and corrected for [HDEHP] = 0.5 M according to the variation of the viscosity) -Porosity = 72% (Mercury porosimeter) -Tortuosity = 2.6 Value adjusted to fit all the data (manufacturer's data ~ 2) -Third phase at [Nd] org = 13 g.L -1 (experimental value) blocking of the diffusion in the third phase layer * Etude des conditions de mise en oeuvre de la pertraction pour l'extraction de métaux d'intérêt, Moussa Touré, PhD Thesis, Montpellier University, 2015 Nd concentration in the output organic phase (simulations/experiment)Blocking of the diffusion in the third phase layer must be taken into account to fit with experimental data. transfer increase in the membrane with Nd concentration because of the decrease of the distribution coefficient (lower gradient concentration in the solvent) and appearance of the third phase.



  No correlation needed for mass transfer coefficients  Modelling of the blocking of the diffusion in the membrane due to third phase formation fit well with experiments  The model can be used to design and scale-up pertraction process More investigations should be done about the third phase layer:
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