IRMA 190 kV ion implanter 10-570 keV up to 20 mA > 40 elements * limited to 1 MeV per charge state inside the TEM almost every element TRANSMISSION ELECTRON MICROSCOPE 200 kV FEI Tecnai G2 F20 Twin Resolution: 0.25 nm Magnification range: 70-700 000 ARAMIS 2MV Tandem -VdG 0.5 -11 MeV * 10 nA -10µA Ion Beam Analysis RBS, RBS/C, ERDA, PIXE, mPIXE, PIGE in situ RBS/C and implantation in situ dual ion beam TEM implantation / irradiation

ARAMIS ion accelerator

Fe + 0.5 MeV, 500°C  2.7 10 12 ion.cm -2 .s -1  max 8.9 10 16 ion.cm -2 .s -1 (~220 dpa) 

High dose irradiation at JANNuS-Saclay

Nanoparticle study

| PAGE 16
Fe + 0.5 MeV, 500°C  2.7 10 12 ion.cm .s -1  max 8.9 10 16 ion.cm -2 .s -1 (~220 dpa) 



  He (also noble gaz) 200 keV -1.8 MeV (H), 3.6 MeV (He) Positive Penning ion source > 20 mA * limited to 1 MeV per charge state inside the TEM SNICS source (Source of Negative Ions by Cesium Sputtering) TANDEM MODE 0.5-11* MeV, 10 nA -10μATi V Cr Mn Fe Co Ni Cu Zn Ga Ge As Se Br Kr Rb Sr Y Zr Nb Mo Tc Ru Rb Pd Ag Cd In Sn Sb Te I Xe Cs Ba La Hf Ta W Re Os Ir Pt Au Hg Tl Pb Bi Po At Rn Ce Pr Nd Pm Sm Eu Gd Td Dy Ho Er Tm Yb Lu Typical irradiation conditions:  Rastered beam (400 Hz vertical and 80 Hz horizontal) /www.csnsm.in2p3.fr/Equipements http://jannus.in2p3.fr http://emir.in2p3.fr • LaB 6 filament • 0.27 nm resolution • x70 -x 700 000 magnification range • High resolution camera 30 frames/sec • Analytical techniques (EDX, EELS, STEM, HAADF)1 st TEM (120 kV EM400) connected to IRMA ion implanter in 1980 3 rd TEM (200 kV FEI Tecnai G 2 F20 Twin, shown below) since 2009 for external users • Samples holders (-170 -> 1300°C), including ultra-thin one for dynamical observations (shadow effect) • Modified polar pieces -> dose measurement less than 3 cm from the specimen, Chemical analysis => Brucker Flash 6 detector and Esprit software -> hyper-maps  New ultra-fast high resolution camera High quality image (4K) + high-speed video capture (25 fps at 4K up to 300 fps at 512x512) + ultra fast shutter = great tool for in situ imaging !  Environmental sample holder Liquid and/or gas under irradiation with heating control (+ options)  Straining heating holder (1000°C) The in situ dual ion beam TEM at CSNSM Single-charged gasses: H, He, D, N, Ar  Negative single-charged ions are converted into positive multi-charged ions through the stripper | PAGE 10 | PAGE 11 JANNuS-SACLAY: Irradiation chambers  Target: diameter of 2 cm with raster scanning  Current/dose rate: Multi-pin Faraday cup device  Vacuum: 10 -7 to 10 -9 mbar using a cold trap  Temperature: Liquid nitrogen to 800 °C  Instrumentation: thermocouples, IR-camera or pyrometer and CCD camera  More than 20 modular sample the Raman spectrometer new laser with 633 nm in addition to the 532 nm | PAGE 12Retrofit of the IBA chamberNew detectors Specimen deck with 2 to 6 degrees of freedom allowing for canalizationHigh temperature chamberExtension of the single beam chamber for irradiation at homogenous temperature up to 1200°CCryogenic chamber with resistivity recovery measurementCryogenic irradiation at 30K Controlled step by step annealing On line measurement of sample resistivity (defect population and mobility) . Lescoat, J. Ribis, A. Gentils, O. Kaïtasov, Y. de Carlan, A. Legris, JNM 428 (2012. Lescoat, J. Ribis, A. Gentils, O. Kaïtasov, Y. de Carlan, A. Legris, JNM 428 (2012
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