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CORROSION IN NUCLEAR WASTE GEOLOGICAL STORAGES: HOW TO PREDICT CORROSION OVER MILLENNIUMS?

VITRIFIED WASTE CONTAINERS

ARCHEOLOGICALARCHEOLOGICALARCHEOLOGICAL

  Is function of the container thickness  With corrosion allowance materials (copper or carbon steel), the overparck will of S in the alloy, and a passive courant of 1 nA.cm -2 (0.01 µm/an) It is used for obtaining initial estimates  It has the disadvantage of having to know the answer "in advance"  Determinism (mechanistically based models)  it is based on physics, requires viable physical model  the greatest challenge is to decide what processes should be included  continuously improved via the knowledge evolution  Stochastic taking into account the stochastic nature of corrosion phenomena  In complementary, rather than supplementary manner The validation of these models is an absolute necessity: clay environment: diffusion of water Uniform corrosion rate of carbon steel in clay (anaerobic conditions) limited by the water flux or by the interface reaction From D. Crusset, Référentiel Matériaux, ANDRA, From F. Foct, Référentiel Matériaux, ANDRA, 2005 P = Pitting factor (max. pitting depth / mean corrosion depth) Model is applied and describes:  the evolution of oxide films on carbon steel in clay and concrete environments  the growth and breakdown of passive films of high alloyed materials in saturated brine modeling of an iron based alloy in passive conditions Corrosion modeling of an iron based alloy in passive conditions C. Bataillon & al. , Elect. Acta 55 (2010) 4451-4467 Arcorr experiments In situ experiments ( Mont Terri and Bure underground laboratories) Corrosion modeling based on Fick and Poisson equations with moving interfaces (Diffusion Poisson Coupling Model -DPCM) Electrochemical experiments for data acquisition and verification Coupling with an iron based alloy in passive conditions Example of obtained results Corrosion modeling of an iron based alloy in passive conditions Example of obtained results This model is under implantation in the nuclear waste simulations codes C. Bataillon & al. , Elect. Acta 55 (2010) 4451-4467 C. Bataillon & al. , J. Comput. Physics 231 (2012) 6213-6231 automata to model corrosion phenomena Same description / difference: statistic of occurring events Use of cellular automata to model corrosion phenomena Same description / difference: statistic of occurring events Stress corrosion cracking (a) λ = 0.99 and ε = 0.01, (b) λ = 0.978 and ε = 0.001. Localised corrosion λ = 0.3 and ε = 0.005 D. di Caprio & al., Corrosion Science 53 (2011) 418-425 Mor. Evolution of the interface morphology (metal inclusions) λ = 0.70 and ε = 0.30 Corrosion rates (but take care!)  Importance of the corrosion product layer (and not only the corrosion rate) Roman nail found at the Adrian Wall (1900 years old, 35 cm long), from Miller W &Co. 1994 observed on artifacts exposed more than a century in various environments (from P. Dillmann) Without oxygen, corrosion rates are lower than 10 µm/year (and often lower than 1µm/year)  In aerated conditions, large variations of the corrosion rates are observed (from few µm to several hundreds µm) metallurgy (minor elements) Role of phosphorous found on the votive columns of India from the 6th century and on other artifacts Delhi iron pillar from Rof the cathodic reaction Use of 18 O 2 during reexposure of the specimen to atmospheric corrosion Rutherford backscattering spectroscopy (RBS) and nuclear reaction analysis (NRA) Isolating layer (goethite): reaction at the interface metal/oxide Conductive oxide layer: external interface 50µm E. Burger & al. , J. Mater. Res., Vol. 26, No. 24, Dec 28, 2011 cathodic reaction in anoxic conditions Use of D 2 O during re-exposure of an artefact from the Glinet site to aqueous corrosion Rutherford backscattering spectroscopy (RBS) and nuclear reaction analysis (NRA) Deuterium in the oxide layer, near the interface metal/oxide M. Saheb & al., JNM, 423 (2012) 61-66  Corrosion products of a 450 year old archaeological iron nail in anoxic environment were investigated at the nanometer level using STXM  Interfacial layer of about 100 nm at the interface metal/oxide  Support the hypothesis of a nanolayer controlling the corrosion process (Point Defect Model and associated models) Equivalent thicknesses of the different phases obtained from the fit of the extracted spectra. From A. Michelin & al., JAAS, 2012 sites, SRBs are found and/or corrosion products with S --are observed in the corrosion product layer Observations of a 16 th century nail in anoxic conditions C. Remazeilles & al., CEST, 2010 VOL 45 NO 5, 388-394 Roman ingot (2000 years old) C. Rémazeilles et al. , Corrosion Science 51 (2009) 2932-2941 Even with SRBs, low corrosion rates are observed & Co., Corrosion of several components of the in situ test performed in a deep geological granite disposal site, Proceedings of the Second International workshop, Nice, 2004 -published by ANDRA (ISBN 2-95101108-6-9, p.61) Nothing on stainless steels & titanium alloys 0.1 µm/year on mild steels 0.7-0.8 µm/year on copper alloys & Co., Corrosion of several components of the in situ test performed in a deep geological granite disposal site, Proceedings of the Second International workshop, Nice, 2004 -published by ANDRA (ISBN 2-95101108-6-9), p.61 Following the authors, this corrosion mainly due to water ingress & SRB In addition, simultaneous presence of SRB and aerobic bacteria leads to the worse conditions for passive alloys, as seen for seawater applications Direction de l'Energie Nucléaire Département de physico-Chimie Service de la corrosion et du comportement des matériaux dans leur environnement Commissariat à l'énergie atomique et aux énergies alternatives Centre de Saclay | 91191 Gif-sur-Yvette Cedex Etablissement public à caractère industriel et commercial | RCS Paris B -8Fe at.% with 0,009 at.% of S Chromium strongly counteracts the detrimental effect of sulphur Antagonistic roles of chromium and sulphur on passivation b) corrosion, passivity, immunity

  

  

  

CELLULAR AUTOMATA

Bases of the modeling: probabilities of reactions