REE production, supply risk and applications
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  Rare earth elements (REE) = Critical raw materials for European economy  RE demand growing, especially for magnets (Nd, Dy most critical)  Production chain concentrated in China (mining, separation, downstream manufacturing, R&D capacity): 85% world REO supply  All heavy REE production controlled by China  Currently no European mine in operation:  Norra Kärr lease suspended until additional data are provided by TASMAN  Torrenueva project in Spain by QUANTUM faces opposition  Most NET applications require pure elements, but REE extracted as a group  Most abundant elements have few applications Need to diversify supply sources especially for most critical elements (Nd +Dy) Target the most critical rare earths and address the balance problem  No issues with radioactive elements (235U, 238U, 232Th)  Lower environmental footprint Challenges  Very low recycling rates for REE  Insufficient collection of waste sources (such as WEEE)  Difficult recovery of REE-containing fractions (design, coatings, adhesives)  Difficult separation of individual REE  Economic incentive Opportunities Competences and expertise of the European recycling industry  Enhancing the use of the urban mine resource  Economic and environmental impact Recycling NdFeB permanent magnets  Most important market, driving REE demand (NET)  High REE concentration (25% Nd, 5% Pr, 2-8% Dy) Direct and selective extraction and purification of REE from the magnet solution  No preliminary separations of Fe and transition elements by precipitation  A flexible process:  co-extraction of REE and further partitioning  OR extraction of Dy in a 1st cycle, then Nd+Pr in a 2 nd cycle  A full hydro/pyrometallurgical process adapted to oxidized scraps as well as EoL magnets, for which a simple decrepitation process is not efficient 2. Advantages of the process 7 experts estimate around 20 % the proportion of magnets from WEEE amenable for a short way recycling (decrepitation) Nuclear Energy Division -Marcoule RadioChemistry & Processes Department REPM 2016 -August 29th 2016 • Development of extraction models and specific flowsheet • Optimization of the separation and evaluation of the extracting system Screening of several extracting molecules available at the laboratory Selection of diglycolamide (DGA) extractants for selective Dy extraction versus Fe, B, Ni, Co and light REE Selection of TODGA as extractant Solvent composition: 0.2 M TODGA + 5% octanol / kerosene Sasaki, Y.; Tachimori, S., Solvent extraction and Ion exchange 2002, 20(1) Tests on synthetic and genuine magnet solutions in nitric acid Quantitative extraction of REE Efficient separation of RE / transition metals (Fe, Co, Ni…) and heavy RE / light RE in a large range of acidity (0.4 to 5 M) Quantitative stripping of Dy at low acidity (pH 3) and "high" temperature (45-50°C) Confirmation of the potential of TODGA for selective RE recovery and grouped separation from permanent magnet solutions code calculation of flowsheets to recover Dy and Nd+Pr with theoretical purities > 99.5% in a limited number of stages Effective and compact process Patent application FR 1459023 (March 2014): « Processes of selective recovery of rare earths from acidic aqueous phases stemming from the processing of end-of-life permanent magnets or scraps » (PCT/EP2015/071679) Pilot tests  20 h duration (steady state)  100 mL/h (lab-scale mixer settlers) Profit = Turnover -CAPEX/ROI -OPEX

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

RE SEPARATION PROCESS DEVELOPMENT

TECHNICAL-ECONOMIC ASSESSMENT

Price of agitated reactors

Methodology of economic assessment

 Technically based approach on detailed knowledge of the process  Choice of a given capacity (in relation with market analysis or customer requirements)  Step by step capital and operating costs calculations, with assessment of uncertainties at often as necessary  Application of security factors, according to the state of the art  For 4,000 t/yr , ROI of 3 yrs, the benefit would be positive  For 100 t/yr, the process is unprofitable