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Nuclear heating inside a Material Testing Reactor (MTR) needs to be known in order to design and to run irradiation experiments that have to fulfill target temperature constraints. To improve the incore nuclear heating knowledge of the French OSIRIS reactor operated by CEA, an innovative calorimetric system CALMOS (French acronym for CALorimètre Mobile OSiris) has been studied, manufactured and tested. This device can be inserted in any in-core experimental location. It is based on a mobile probe moving axially along the core height. First tests of this new probe, offering several ways for the heating evaluation, were performed in the reactor periphery. Then, two complete prototypes dedicated to incore measurements (calorimeter and the associated displacement system) were designed and tested during several reactor cycles. This paper presents a comprehensive analysis of all the results collected during the measurement campaigns carried out between 2013 and 2015 with these new

Introduction

Nuclear heating inside an MTR reactor has to be known in order to predict sample temperatures during irradiation experiments and for safety reasons, to demonstrate that the highest temperature inside irradiation devices will not exceed material and thermohydraulic limits. Nuclear heating rate inside an MTR reactor is usually done using calorimeters. A calorimetric measurement in reactors can be done either with a sensor working in adiabatic mode (without heat exchange with the outside and measurement of temperatures in evolution), or with a sensor working in permanent mode (heat exchange with outside and stabilized temperatures in the sensor). Homemade calorimeters [1, 2, and 3], working in permanent mode, have been used for many years for the qualification of irradiation locations in the pool type MTR OSIRIS reactor.

Until recent years, OSIRIS calorimeters were designed with a pair of two aluminum cells, fixed onto the same aluminum base. Cells of each pair, both located at the same measurement level in the radiation field, are similar except that one contains a graphite sample while the other one has the corresponding volume filled with nitrogen (See Fig. 1). The two pairs of cells are diametrically opposed on the aluminum base to avoid any gradient effect in the calorimeter (heating radial distribution in the reactor). The whole structure is enclosed inside a tube in contact with the external water flow for heat removal. The pedestal, between the upper part of the cell and the base in contact with the external sleeve, plays the role of a thermal resistance through which the energy deposit inside the cell is evacuated towards the base.

Sample cells

Empty cells

The thermal flow difference between the two cells, proportional to the heating rate, is calculated thanks to temperature measurements and a calibration curve. This curve is done prior to any incore measurement, using a heater element located inside each cell and allows simulating the energy deposit by joule effect.

Note that the heating rate is written W/g (C) to emphasise the fact that it is relative to graphite. Devices for OSIRIS in-core measurements consisted of five different probes (each one made of four cells side by side, see cross section in Fig. 1), piled-up along the core height leading to five measurement points, from which the heating profile curve was fitted. Inherent drawbacks of these calorimeters came essentially from the static nature of the technology. The heating distribution was plotted from only few measurement points, and the obtained distribution was restricted to the core height. In addition, each measurement point corresponded to a given calorimeter with its own calibration curve.

Furthermore, an accurate dimensioning of an experimental device requires as input data, the knowledge of the axial distribution of heating but not restricted to the core itself. In addition, one of the major problems of this static conception came from ageing effects under the radiation field, which can lead to difficulties for detecting the decrease of the calorimeter sensitivity under irradiation.

New concept of the nuclear heating measurement

To overcome inherent drawbacks of the previous technology, an innovative system has been studied, tested and run in the OSIRIS reactor. The key point of this new sensor is setting two cells (one empty and one equipped with the sample in which we evaluate the energy deposit), piled-up inside a same external sleeve, and then moving the whole in the core with the help of a displacement system [START_REF] Carcreff | CALMOS : Innovative device for the measurement of nuclear heating in material testing reactors[END_REF]. Therefore, advantages of such a new probe, compared to the static one, are:

-To get a continuous heating profile instead of one deduced from only some points, -To extend the axial measurement range above the core, where heating rates still remain high enough to be taken into account, -To suppress entirely the ageing effect, because of a probe being in the radiation field only during measurement periods, -To get all measurements by the same calorimeter, leading to a global consistency in the profile in terms of relatives values, -To have a complete coaxial sensor design, allowing to avoid any asymmetric effect, facilitating any further modelling, therefore the comparison with calculation, -To obtain pointwise measurements and to minimize any gradient effect thanks to a smaller size.

The new design is displayed in Fig 2 . The upper cell contains a graphite sample, whereas the lower one is empty (reference cell). A gas gap (nitrogen) surrounds each cell. They are set on a base inserted inside a stainless external steel in contact with the water flow. A thermocouple (K type) is embedded on the top of each pedestal ("hot temperature") whereas a second one is located on the external surface of the base or at the bottom of the pedestal ("cold temperature"). Two heating elements composed by a constantan wire embedded inside an alumina pearl, located inside the cells, allow the calibration. The energy deposit in the massive part of the cells is flowing through the pedestal and then through the external sleeve. The temperature difference "∆T sample" (see Fig. 2) is proportional to the energy deposit both in graphite and the cell structure, whereas "∆T reference" is proportional to the only deposit in the empty cell structure. Therefore, in first approximation, if cells are identical, the difference "∆T sample -∆T reference" quantity (∆∆T) is proportional to the energy deposit inside the only graphite sample. This new nuclear heating measurement method has been patented [7].

As both cells are superimposed in a same envelope (Fig. 2), measurements are performed in two steps at each altitude in the core, by moving the probe in the radiation field.

Along this R&D program, different phases followed each other, before reaching a complete device, which allows incore measurements up to the nominal power:

-Two mock-ups have been successively manufactured and tested in the reactor periphery, up to a 2 W/g (C) limited heating rate, to check the probe manufacturing and the measurement protocol, -A first complete equipment CALMOS-1 (probe associated to a displacement system) has been tested inside the core in the 2011-2013 period (during 8 cycles) [START_REF] Carcreff | Development, calibration and experimental results obtained with the innovative calorimeter (CALMOS) for nuclear heating measurements[END_REF][START_REF] Carcreff | First In-Core Measurement Results Obtained with the Innovative Mobile Calorimeter CALMOS inside the OSIRIS Material Testing Reactor[END_REF][START_REF] Carcreff | First In-Core Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux obtained with the Innovative Mobile Calorimeter CALMOS inside the OSIRIS Reactor[END_REF] which allowed to have a significant feedback, to highlight the required improvements on this first prototype so as to reach a real operational measuring system, -Finally, the CALMOS-2 device [START_REF] Carcreff | Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux Obtained with the CALMOS-2 Measurement Device inside the OSIRIS Reactor[END_REF], has been manufactured, calibrated and tested during the last 3 cycles in 2015. It is the updated version which can be considered as a qualified measurement device for incore measurements. The automatic cell mobility, with a specific software through a Human Machine Interface (HMI) allowed highlighting the different possibilities of this new sensor.

This paper relates the entire R&D program, from the conception, the modelling, the manufacturing, the calibration and the qualification phase inside the core. Thanks to all results collected during the measurement campaigns, a comprehensive analysis is presented.

However, for detailing the cell configuration, the last upgraded CALMOS-2 version is taken as reference.

Calibration of the calorimeter

Prior to any measurement, a calibration is performed in out of pile conditions [START_REF] Carcreff | Development, calibration and experimental results obtained with the innovative calorimeter (CALMOS) for nuclear heating measurements[END_REF]. Firstly, the calorimeter behavior is checked in natural convection, directly into the pool of the reactor. A first calibration curve is done, and the linearity is verified.

Secondly, we check that the calibration coefficient remains unchanged when the probe, set on its displacement device, is placed on a bench simulating real thermohydraulic conditions. The slope of each cell (°C/W) is measured.

The calibration procedure requires applying different electric powers to heaters (the constantan wire used for heaters limits the applied power to around 5W), and to measure pedestal and base temperatures after stabilization. If we consider that the heat transfer is only made by conduction through the pedestal, and applying the conduction law to calculate ∆Τ between hot and cold thermocouples (see Fig 2), a K calibration coefficient for the calorimeter is defined (W.g -1 .°C -1 ) by:

= 1 + . ( -) (1) 
Where PE and PV are the slopes (°C/W) of sample and reference cells, ME the graphite sample mass and mV the total mass of structure (aluminum + heater) above the hot point ("hot temperature"). The term mV ( PE -PV) relates to the difference of thermal responses between cells, due to inevitable slight manufacturing differences, and secondly to take into account that bases of the two cells are not exactly in the same environment. If sample and reference cells are in a same radiation field, the total heating rate ET is given by: ET = ΚC (ΕΤ).Κ . ∆∆T

where ∆∆T is defined as ∆∆Τ = ∆T sample -∆T reference and KC(ET) to the nonlinearity coefficient. This latter depends of heat leakages by radiation or conduction in the gas and, on the other hand, on the conductivity dependence of aluminum with temperature. Lower are temperatures reached in the cell, better is the linearity [START_REF] Brun | Numerical and Experimental Calibration of a Calorimetric Sample Cell Dedicated to Nuclear Heating Measurements[END_REF]. KC(T) has been evaluated both by using the finite element model and thanks to measurements up to 13 W.g -1 .

Possible measurement ways with the new sensor

Use of the K coefficient from calibration

Once the probe calibrated, the measurement in the radiation field is performed in two steps.
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Fig. 3. Procedure for the nuclear heating measurement in the radiation field of the reactor core.

Starting from a given static position in the radiation field, temperatures of the sample cell are recorded. Then, taking advantage of the moving system, the whole calorimeter is shifted (moved up or down), in such way that the reference cell position matches with the previous sample cell location. Temperatures of the reference cell are recorded. Then, heating is deduced using [START_REF]International Intercomparison of Calorimeters[END_REF] when cells are at the same level. As shown in Fig. 3 the displacement step by step allows drawing the entire heating profile. Note that the elevation step can be a subdivision of the distance between cells to draw the heating profile as finely as required.

Use of the "zero method"

In addition to use the calibration phase, advantage of such a calorimetric sensor is offering another nuclear heating measurement so called the "zero method". Fig. 4 illustrates the measurement of heating through the "zero method". The two cells being at the same altitude in the core, the nuclear energy deposit inside the sample can be evaluated by adjusting an electrical power in the reference cell heater (simulating the energy deposit in the sample by radiation) so as to equalize ∆T sample and ∆T reference.
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Fig. 4. The two cells being located at the same core level, the current intensity is adjusted inside the reference cell heater until to cancel the quantity "∆T Reference -∆T Sample".

Then, the heating rate ET in the sample is deduced from:

= .

(

) 3 
Where We is the dissipated electric power (W) in the reference cell and ME the graphite sample mass (g). We note that K0 is equal to 1 if both slopes are identical. As there are inherent small differences of thermal transfer capabilities (slopes in °C.W -1 ) between the two cells, a K0 correction factor is needed (the temperatures equilibrium is made with the reference cell):

= 1 - . ( -1) (4) 
With PV an PE the slopes in °C/W for the reference and the sample cells respectively, mV the mass of the cell corresponding to the part located the "hot" thermocouple and ME the sample mass.

The "zero method" is considered as the most reliable measurement because it is performed without using the preliminary calibration. To improve the reliability of this method, two major improvements have been implemented in the last upgraded CALMOS-2 version [START_REF] Carcreff | Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux Obtained with the CALMOS-2 Measurement Device inside the OSIRIS Reactor[END_REF] (Fig. 5).

Position of thermocouples: Cells have not the same thermal transfer capability (slope in °C.W -1 ), so the lower the difference is, the lower the K0 influence in equation ( 3) is. The best way to tend K0 to unity is to limit the thermal resistance between the two measurement points to the only Aluminum cylinder (pedestal, see Figs. 5 and6). The effect is significant. The slopes discrepancy in the last version has been reduced to 0.3 % [START_REF] Carcreff | Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux Obtained with the CALMOS-2 Measurement Device inside the OSIRIS Reactor[END_REF]. The K0 correction coefficient is now close to 0.99 (0.955 for CALMOS-1). By that way, performing a measurement using the zero method is nearly independent of slopes measurement, i.e of the calibration phase.

Power measurement: In addition to considering that the heat dissipation inside the heater element is fully representative of the energy deposit by nuclear heating, we need also to be confident on the power measurement during the equilibrium phase.

Calculations of the We energy deposit assume that the effective resistance r of the heater element is well known, and more importantly, that r does not change with ageing, temperature or irradiation conditions. Therefore, to measure more accurately the energy deposit by joule effect, and to avoid any assumption about the resistance evolution in the reference cell, this latter is equipped with a 4-wire element heater element, two wires for the intensity and two for the voltage measurement (Figs. 5,6).

Fig. 5. Evolution of thermocouples locations and heater wiring to improve the "zero method" accuracy.

Therefore, the applied electric power to the heater is measured by We = U I (U the voltage, I the intensity) instead of We = r I 2 . Such implementation led to one of the major difficulty in the manufacturing, because the whole wiring has to be inserted inside an overall 17mm diameter, each wire insulated from each other. 

Numerical modeling of the sensor

Modelling of the sensor

Temperatures inside the probe were required prior experiments for safety reasons. These temperatures were calculated using a Finite Element model of the sensor. This model was built using the FE CAST3M calculation code [START_REF]CAST3Mcode[END_REF]. The whole probe was modeled using an axisymmetric description. Only very few simplifications were made on the cell description. Main ones are the suppression of the wires connecting the cells to the outside and the suppression of the rhodium SPND inside the lower base. The upper part of the device (sealed passage and above) was somewhat simplified since its plays only a secondary role on the measurement process. Fig. 7 displays the sensor meshing, to be compared with Fig. 9.

For practical reason, a small gap had to exist between each cell base and the external sleeve. It allows inserting the cells inside the sleeve during the sensor manufacturing. This mechanical clearance was determined from dimensional measurements. It is very small (24 micrometers at ambient temperature) but had to be considered in the FE model to get accurate results. Indeed, this gap is filled with nitrogen, which has a very low thermal conductivity (0.026 W.m -1 K -1 at 27°C). It insulates the cells from the outside and has an important effect on absolute temperatures inside the cells. In the FE model, the gap width was set to depend on temperatures since thermal dilation coefficients of aluminum (25 x 10 -6 K -1 at 25 °C) and stainless steel (16.5 x 10 -6 K -1 at 25 °C) are different. In order to avoid micrometer size meshes (gap between the external surface of aluminum bases and the internal surface of the steel sleeve) aside to millimeter ones (steel sleeve), a local apparent conductivity of the stainless steel located in front of the gap is calculated (postulating a two cylinder serial configuration) and used at different steps of the FE simulation. Physical characteristics of the different materials play a key role on the obtained results. Values of heat capacity (Cp), thermal conductivity (λ), coefficient of expansion (α), volumetric mass (ρ) and their dependence with temperature have been taken in literature. As thermal characteristics of aluminum AW1050 have a significant impact on temperatures inside the cells, a specific determination by measurements was ordered to a metrology specialized laboratory [START_REF]Rapport d'essai du Laboratoire National d'Essai (LNE)[END_REF]. Except for the volumetric mass which is considered constant at 2670 kg.m - 3 , other data were used in the last version of the FE model [START_REF]euralliage[END_REF][START_REF] Vargel | propriétés générales de l'aluminium et de ses alliages[END_REF]. They are summed up in Table 1. In the FE calculation, the thermal power is injected in the device as a specific power (W.g -1 ). The same specific power is used for all different components of the calorimetric cell regardless the atomic number of their constituting material. This assumption was considered as appropriate considering previous experiments made inside the OSIRIS reactor.

T (°C) ρ (kg.m -3 ) Cp (J.K -1 .kg -1 ) λ (W.m -1 K -1)
Velocity of water around the probe was measured on an experimental bench before putting the measurement device in real conditions in the reactor. This velocity value was used to calculate the Reynolds number and then the thermal flux exchanged between the probe and the pool using the Dittus Boelter correlation. Water temperature inside the device (internal flow in the displacement system, see Fig. 18) was measured by dedicated thermocouples.

On the other hand, a polished mirror is placed around the cell in the design. That allows to limit heat losses by radiation by adjusting in the cell the internal walls emissivity. Nevertheless, this thermal screen is not perfect. A sensitivity study performed on the CALMOS-1 cell (very similar to CALMOS-2), using an aluminum surface emissivity of ε = 0.05 W.m -1 K -1 and ε = 0.01 W.m -1 K -1 , led to a 1.4 % difference on the calculated heating rate ET (temperature of the graphite is roughly 500 °C). As it is very difficult to determine which coefficient to use, and as the effect remains small, we chose not to take into account radiative thermal losses in the CALMOS-2 model.

Fig. 8 shows an example of temperature map obtained for in pile conditions when a 13 W.g -1 heating rate is applied in the FE model. 

Comparison between calculations and measurements

The first comparison is made on experimental results obtained during the calibration process of the probe. As the simulation is concerned, the Joule electric power is injected as a volumetric power applied inside the alumina pearl volume (element heater). Water temperature surrounding the probe is measured during the experiment.

Fig. 13 shows that calculated results are in very good agreement with experimental data. However, the range of power variation is limited because the total energy applied to the element heater (4.5 W in Fig. 13) corresponds roughly to a simulated 5 W.g -1 heating rate.

On the other hand, comparisons were made with measurements performed in real OSIRIS incore conditions.

Results agree quite well for low to medium nuclear powers. For highest values, some discrepancies appear leading to a nonlinear behavior between the input nuclear power and the calculated one. One part of these discrepancies could come from the behavior difference between both cells regarding the thermal radiative flux (heat losses by radiation), despite the use of mirror-polished screens located around the cells. Another source of nonlinearity could come from the non-symmetric axial environment of both cells. We tried in other papers to calculate the Kc(ET) [START_REF]International Intercomparison of Calorimeters[END_REF] factor in order to correct these non-linearity effects. Nevertheless, even if interesting results are obtained, it is difficult to assert the value and could not confirm the non-linearity evolution, which has been experimentally found and presented in Figs. [START_REF] Carcreff | First In-Core Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux obtained with the Innovative Mobile Calorimeter CALMOS inside the OSIRIS Reactor[END_REF] and 36.

Optimized characteristics

Fig. 9 shows a cross section of the final CALMOS-2 calorimetric probe. Taking into account thermohydraulic conditions, mechanical constraints, and incore conditions requirements, optimized values for main dimensions are The picture in Fig. 10 illustrates the preliminary assembly of both cells, before their insertion inside the external sheath, with upper polished half-screens not assembled yet. 

Measurement of the thermal neutron flux

Measurement of the conventional thermal neutron flux (flux normalized to the 2200 m/s neutron speed) is made thanks to a Rhodium SPND, especially designed to fit the calorimeter cell geometry. This SPND is similar in terms of material and cross section to the standard one used for many years in OSIRIS reactor, but with a rhodium emitter length reduced to only 10 mm whereas the standard one is 50 mm. The total length is around 20 mm allowing its implementation inside the aluminum cell base. In CALMOS-1 the SPND is embedded inside the upper cell (around mid-height of the sensor) whereas for the last version it is embedded inside the lower cell. This change allows extending the accessible length by more than 100 mm in the core axis with CALMOS-2 (Fig. 21).

The lowest accessible altitude for the first version is -191 mm/core mid-place against -294 mm for the updated one. This improvement is significant with regard to a total fissile height of 640 mm. The rhodium emitter offers a good sensitivity, but the capture reaction 103 Rh(n, γ) 104m Rh used for establishing the signal (current intensity) has a response both in thermal and epithermal ranges. The thermal flux measurement needs to be made along the entire mechanical stroke, from -160 mm to +960 mm/core mid-plane. However, the neutron spectrum varies a lot along this range and needs to be calculated for deducing the thermal flux from the delivered intensity.

The epithermal index (epithermal neutron flux/thermal neutron flux) characterizes the spectrum for energies in the thermal range and is used to process the SPND signal. It is calculated inside the cell with the TRIPOLI-4 ®

Monte Carlo code at the precise location of the SPND and for any accessible altitude in the core [START_REF] Lopez | Calculs d'indice épithermique dans le dispositif CALMOS pour m'interprétation du signal collectron dans et au-dessus du coeur du réacteur OSIRIS[END_REF][START_REF] Péron | Contribution à l'Amélioration des Méthodes d'Evaluation de l'Echauffement Nucléaire dans les Réacteurs Nucléaires à l'aide du Code Monte Carlo TRIPOLI-4[END_REF]. Fig 12

shows the evolution of this index calculated inside the 64 experimental location. Note that the index decreases sharply at the fuel-moderator transition to become ten times lower in water. The relative contribution to the total current of the SPND due to the epithermal contribution is around 5 % in the upper part of the core (in full moderator) whereas it can reach around 48 % at the core mid-plane. This shows that the epithermal index knowledge, all along the CALMOS mechanical stroke, is of major importance for using a Rhodium SPND located inside the calorimetric cell. 

Results of the calibration

The calibration phase (see chapter 3) is performed in no radiation conditions and in both natural and forced convection. The purpose is to determine not only the K calibration coefficient (1), linking the ∆∆T measurement to the nuclear heating rate ET, but also the time constant of the calorimeter, i.e the time necessary to get a stabilized temperature map inside the calorimetric probe. During the calibration following key points are measured:

-The cell slopes (°C/W) from which K is deduced and the slopes linearity up to a 5 W electric power, -The independence of both cells. The electrical power is applied in heaters separately or simultaneously to both reference and sample cells. It is essential to check that there is no influence of cells on each other, -The validation of the K coefficient in forced convection conditions, -The time constant of the calorimeter, defined in this experiment as the time required to reach 99 % of the stabilized signal after a transient. That drives the total time required to draw heating profiles in the reactor.

Fig. 13 shows the result of the slope measurement of the CALMOS-2 sample cell, illustrating the excellent linearity up to a 4.7 W applied to the heater element. In the same figure is plotted also the determination by calculation performed with the CAST3M finite element model (see chapter 5). The C/M ratio is less than 0.15 %.

However, for this low level of power, the whole energy deposit in the upper part of the cell is entirely evacuated by conduction through the pedestal. We do not have any heat leakage (radiation, conduction in gas) to take into account in the modelling. Table 1 gathers all results of slopes determination and permits to illustrate that:

-The slope of the sample cell is very close to the reference one. That demonstrates the manufacturing accuracy and also, the weak influence of unavoidable discrepancies in the thermocouples setting along each pedestal, -The two different thermohydraulic conditions lead to a maximum of 1.8 % dispersion on the slope determination (case of reference cell, separated heating). Such a discrepancy is included in measurement uncertainties,

-The heating mode (separated or simultaneous) has no influence on slopes determination, demonstrating that there is no significant thermal influence between both cells. It is a critical point to validate the "zero method" protocol, at least up to a 5 W applied electric power, -Among all configurations, the dispersion is less than 1.3 % for the sample cell against 1.9% for the reference one.

To check results obtained in natural convection, tests performed on the hydraulic bench were limited to only 2 applied electric powers covering the whole 5 W energy range. Therefore, the final K calibration coefficient, retained for the CALMOS-2 exploitation, is the average of the two results obtained in separated and simultaneous heating, and in natural convection. The second major parameter is the calorimeter response time (or time constant), which is an important criterion. It must be taken into account to define, before starting measurements, the allowed definition (number of steps) compatible to the possible modification of the radiation field (control rods movement) during the expected duration of the total scanning. As this time depends on cooling conditions, it is measured in natural and forced convection [START_REF] Brun | Comparison of the Thermal Response of Two Calorimetric Cells Dedicated to Nuclear Herating Measurements during Calobration[END_REF][START_REF] Brun | influence of thermal conditions on the response of a calorimeter dedicated to nuclear heating measurements[END_REF]. Preliminary tests, performed on the two mock-ups (illustrated in Fig. 14), showed that the response time measured during a temperature rise is slightly higher to the time measured during a decrease (roughly 15 s over a 250 s total time). On the other hand, in natural convection, the presence of the external sheath (required for a calorimeter in incore conditions) leads to increase the response time (roughly 8 s over a 250 s total time). Indeed, when the calorimeter is inside its external sheath (situation illustrated in Fig. 18), the heat extraction is ensured by the only 1.5 mm static water gap surrounding the calorimeter (in natural convection).

Such situation occurs when primary pumps stop (no primary flow). Therefore, the measurement of the time constant of calorimetric cells, when set on their displacement systems (CALMOS-1 and 2), are performed by recording the temperature decrease, first to measure the longest time constant of the whole cell, and secondly to avoid any constraint involved by applying a too much sharp step of power to element heaters. To perform this measurement, a 0.8 A is applied to both heaters until thermal equilibrium. After turning off the current, temperatures are recorded (example in Fig. 15). The analysis of Figs.

14 and 15 shows that the time response of the sample cell is longer than the reference one, due to the additional thermal inertia induced by the graphite. For the OSIRIS thermohydraulic conditions, the response time of the sample cell is close to 2 min 30 s. That value governs the total time required to reach the temperatures stabilization in the whole probe, after any change of position in the reactor radiation field. Table 2 shows also that, when the sensor is used inside the core but without primary flow (measurement at very low reactor power or follow-up of the residual power) the waiting time to make a heating measurement requires a total time at least 30 % longer. Note also that using the AW1050 Aluminum alloy for the cells allowed reducing the response time due to its higher thermal conductivity. (230 W.m -1 .K -1 against 130 W.m -1 .K -1 for the AW 5754 alloy at around 100 °C) [START_REF] Vargel | propriétés générales de l'aluminium et de ses alliages[END_REF][START_REF]Rapport d'essai du Laboratoire National d'Essai (LNE)[END_REF].

Conditions

Generalities about the OSIRIS reactor

OSIRIS was a pool type light water reactor with an open core. The core itself is a compact unit, with an horizontal section of 60 cm × 70 cm and a height of 70 cm. The core housing contains a rack of 56 cells. This rack is loaded with 38 standard fuel elements, 6 control elements and up to 7 beryllium elements. At least two experimental locations (22 and 26) are dedicated to radioisotopes production for medical application (MOLY devices). Remaining locations (24, 44 and 64) receive experiments, and are equipped with water boxes (82 mm x 82 mm) which can contain up to 4 experiment rigs (37 mm in diameter) (see Fig. 16). Purpose of the CALMOS device is making measurements in 24, 44 and 64 locations. The core configuration is such that the heating level is higher when we go from the south to the north, i.e 24 then 44 and finally 64. All measurements carried out from 2013 to 2015 with CALMOS-1 and CALMOS-2, and detailed hereafter, were carried out in various core conditions (start-up, steady state, shutdown, core loading, rods positions and configuration of experimental devices).

Description of the displacement system

The study of the displacement system, allowing the movement of the calorimetric cell inside the core is as important as the development of the calorimetric cell itself. This device needs to answer not only to conditions for performing a measurement inside the core, but also as a standard incore experiment, to meet all conditions in terms of reactor safety.

Main purpose of this paper is not detailing this part of the R&D program. However, a short description is given hereafter to illustrate the working mode, objectives, limits, and difficulties for moving a probe inside an experimental reactor. The challenge to cope with was to get incore axial distributions while preserving permanently both same measurement conditions and the required safety margins.

The complete device is in two parts: the calorimetric cell and the displacement system. The device is set inside the core before reactor start-up, and taken out after the end of the cycle. It is inserted into a water box (reactor equipment) and inside one of the four available experimental locations (Fig. 17).

The displacement system is mainly made of an external sleeve (composed of aluminum and stainless steel) inside which the calorimetric probe moves along a 1150 mm mechanical stroke corresponding to the core fissile height and 510 mm above fuel elements, as shown in Fig. 17. Inside the connection box (link between out of pile and in pile cables), placed above the pool surface 7 m away from the upper part of the displacement system (not visible on Fig. 17), an electric engine rotates a cable inside its own sheath (mechanical transmission). This rotation movement is transferred from the connection box to the submerged box. Inside this latter, located at the top of the displacement system (around 4 m above the core mid-plane), a mechanical connection is made thanks to a gearing set between the cable and a connecting rod, itself linked to the mobile equipment. From the bottom to the top, the mobile equipment of CALMOS is made of the probe itself linked to the insertion tubes, themselves connected to a screw nut system, itself connected to the connecting rod. By rotation on its axis, the cable moves the whole vertically inside the external sheath. Two flexible hoses connect the submerged box to the upper connection box (Fig. 8), the first being dedicated to the mechanical transmission (cable in rotation) and the second one to the cell signals (thermocouples and rhodium SPND). -Ensuring a relevant heating measurement, as close as possible to the actual heating inside a standard experiment used for material irradiation. The material composition on the 37 mm cross section (water + external sleeve + calorimeter) must be as close as possible to the standard experimental capsule, -Ensuring a displacement range as large as possible; the total mechanical stroke is 1150 mm corresponding to the fissile height of fuel elements and a sufficient height above, -Offering a rest position for the calorimeter. The highest altitude of the cell is around 900 mm with regard to the core mid-plane (see Fig. 17). At this position, the estimated residual heating rate is less than 30 mW.g -1 and the thermal neutron flux level less than 10 11 n.cm -2 .s -1 , avoiding any significant ageing effect on the probe, -Centring the calorimetric cell (18 mm in diameter) along the vertical axis which has a 37 mm internal diameter,

-Ensuring the role of guide and housing for all the cables required for measuring the signals. That was the major difficulty in the design. The cables, with mineral insulation and stainless steel sheath (1mm in diameter), are twisted together in a spring shape so as to accommodate the 1150 mm total stroke by successive stretching and compression, -Ensuring appropriate cooling conditions of the probe whatever its altitude in the core. If ∆T sample and ∆T reference temperature differences do not depend on the water cooling temperature and the water flow (but only to the heating rate), absolute temperatures reached inside the cells depend directly on cooling conditions. The hottest allowed temperature inside the cell structure is fixed to 500 °C in order to keep a sufficient margin against aluminum melting [START_REF] Vargel | propriétés générales de l'aluminium et de ses alliages[END_REF]. Therefore, it is essential to ensure a good cooling. The design allows to cool both the external sheath (external flow) and the mobile equipment (internal flow).

This internal cooling flow enters the sheath tube through its base (located under the fissile height of the core) and exits through several holes located above the probe rest position (Fig. 15). In nominal conditions, the internal flow is 1.35 m 3. h -1 (measured on a specific hydraulic bench representative of OSIRIS conditions) corresponding to a 3.2 m.s -1 linear speed around the probe. The cooling flow variation does not exceed 12 % for a probe running from the top to the bottom of the total mechanical stroke.

In addition, the system has to meet the safety requirements in terms of reactivity. The insertion of the mobile equipment in the sleeve changes the local composition of the water box as the descent progresses, involving a reactivity effect on the core. Therefore, this effect has to be evaluated to check that, first, it does not disturb reactor operation in terms of safety and, secondly, that the control rods movement for compensating this effect does not modify the radiation field we are measuring. Results of this study are:

-Calculation showed that, whatever the experimental location, the reactivity effect induced by the total insertion of the mobile equipment does not exceed 70 pcm. Such low impact complies with OSIRIS safety requirements, -To avoid any disturbance on the reactor, the vertical speed of the probe during the insertion phase is limited to 5 mm.s -1 , leading to a reactivity effect less than 0.5 pcm.s -1 . In practice, to add a margin, the vertical speed was further limited to 1 mm.s -1 when the cell goes through the fissile height of the core.

As a result, no disturbance on the reactor operation was noticed during measurement campaigns, -The double monitoring of the radiation field by two devices located side-by-side in the same 64 location (detailed in § 18), showed that the disturbance led by one calorimeter progression inside its own sheath, does not involve significant changes in the close vicinity i.e in adjacent locations in the same water box.

Generalities about incore measurement campaigns

For each CALMOS device, a comprehensive measurement campaign has been carried out inside the core. The -Test of all possibilities offered by the HMI system to set the parameters before the scanning (scan step from 88 to 11mm, moving-up or moving-down, waiting time at each step, data acquisition for a long time…).

All these tests required, for the only CALMOS-2 device, the total following durations:

-3 monitored cycles (F282, F283 and F284), -A total 14 hours recording time of the start-up phase, from 0 to the nominal power, -A 74 hours total duration of automatic scanning time, thanks to the specific software and the human machine interface (HMI), -More than 19 days monitoring time of the residual power decay. 

Establishment of the nuclear heating profile inside the core

To illustrate the way of performing the heating profile in the core, Fig. 21 shows an example of signal acquisition in the 24North-East location. On the same graph are plotted at each scan step (here 48 mm) ∆T sample, ∆T reference and their difference ∆∆T, from which the nuclear heating is calculated [START_REF]International Intercomparison of Calorimeters[END_REF]. In case of CALMOS-1, the lowest position (under -139 mm) is not accessible with the sample cell, whereas above the core the highest position (above +906 mm) is not accessible with the reference cell, due to the probe configuration made up of a cell superimposed to another one with a 95 mm separation distance (88mm for CALMOS-2).

Magnification scale (on right) permits to observe variations above the core.

In The three distributions are very close to each other. That is an important remark. That allows deducing the absolute distribution of heating in the reactor with only one measurement at a given altitude and with one of the three possible relative distributions. On the other hand, that allows extending the heating profile on highest and on lowest altitudes (blue and red circles in Fig. 21), for which it is impossible to measure the ∆∆T quantity due to the two superimposed cells configuration (Fig. 2). The highest altitudes are inaccessible to the empty cell, whereas lowest attitudes are inaccessible to the sample one. 

Test of the zero method and evaluation of the nonlinearity

The "zero method" is the research of the equilibrium between cells, by balancing the nuclear energy deposit in the sample by a joule effect in the reference one. This method is considered as a reference (illustrated in § 4.2).

However, it cannot be used in routine to establish the complete heating distribution inside the core, due to the time required for reaching the temperatures equilibrium. Secondly, it is only applicable in upper part of the distribution where heating levels remain under around 4 W.g -1 , due to the maximum current intensity (2 A) applicable to heater wires. Nevertheless, as considered as the best approach of an absolute measurement, it enables to confirm results obtained by the calibration curve. In addition, the zero method is a way to study the loss of linearity as the heating rate increases. Therefore, an intensive use of this procedure was made during the 2015 measurement campaign of CALMOS-2. Fig. 23 gathers 21 heating measurements obtained by both calibration and zero methods on the 0-4 W.g -1 range. All measurements are obtained by the 4-wire technique leading to a very accurate power measurement ( § 4.2). Note that the zero method can require a significant measurement time because, close to the equilibrium, after each power adjustment we are dependent to the calorimeter time constant. Fig. 23 gathers all results. The observed dispersion at very low heating rate (9 measurements under 700 mW.g - 1 ), is not considered as relevant. However, the figure shows that the discrepancy is within 2% up to around a 2.5 W.g -1 heating range. Accounting experimental uncertainties (see § 16), we consider that no loss of linearity is highlighted and both methods are very close to each other up to that point. Beyond, the zero method provides values slightly higher than those obtained by calibration. That leads to a first experimental evaluation of the KC correction factor to apply in equation ( 2), but limited to the 0-4 W.g -1 range: KC (ET) ≈ 0.00268 ET 2 + 0.00374ET + 1 [START_REF] Lee | Analysis of OSIRIS In-Core Surveillance Dosimetry for GONDOLE Steel Irradiation Pragram by Using TRIPOLI-4 Monte Carlo Code[END_REF] Therefore, the correction is close to 4% at 3.5 W.g -1 and 5 % at 4 W.g -1 .

Fig. 23. Results discrepancy between "zero method" and "K calibration" methods up to a 4 W.g -1 nuclear heating rate.

The remaining problem is evaluating the loss of linearity beyond 4 W.g -1 , i.e up to heating rates at the nominal power. That requires a reference measurement on which we can refer to follow accurately the proportional increase of the local power close to the calorimeter vicinity (see § 17.6).

Comparison between CALMOS and previous calorimeters

As any device in the core is loaded before the reactor start-up and withdrawn only after shutdown, it is impossible to compare two devices at the same location during the same cycle. Therefore, to qualify the transposition of the previous calorimeters geometry to the CALMOS one, the inter-comparison has been made in the excore area where insertion or removal of devices are allowed when the reactor is operating.

A first comparison was carried out in various excore locations with the second mock-up of CALMOS (very similar to the final geometry) and classical calorimeters. Table 4 shows the inter-comparison with a standard equipment (as described in Fig. 1), made at three different locations and at the mid-plane. Despite some differences between measurement systems (aluminum alloys, external diameter, and gas volume), this comparison shows a relative good agreement within 15 % for a heating up to 1.7 W.g -1 .

Nevertheless, this comparison must only retained as an indication.

A global comparison was made also for incore locations. Table 5 brings together some incore measurements, obtained by both the 5-stage calorimeter and CALMOS-1 along different cycles. Unfortunately, like in excore area, the comparison is only indicative:

-The reactor cycle is not the same, leading to a difference in the core loading, -The location is the same, not the orientation, -For 44 and 64 locations, measurements with CALMOS-1 are obtained just after the reactor start-up, during the fast evolution of control rods, -Finally, differences in terms of geometry between both calorimeters are significant, essentially the gas volume and the presence of the external sheath for CALMOS-1.

For the three locations (24North, 44, and 64) the discrepancy does not exceed 10%, but is higher for the 24North location. Despite these differences, a relative good agreement is obtained between the two experimental devices.

Comparison with Monte Carlo calculations

Nuclear heating calculation scheme

To evaluate the nuclear heating in devices irradiated in the OSIRIS reactor, a three-dimensional coupled neutron-photon calculation scheme has been set up. The calculation scheme architecture is presented in Figure 24. It is based mainly on the TRIPOLI-4 Monte Carlo transport code [START_REF] Malouch | Development and Experimenatl Validation of a Calculation Scheme for Nuclear Heating Evaluation in the Core of the OSIRIS Material Testing Reactor[END_REF][START_REF]TRIPOLI-4, The Monte Carlo particle transport code of CEA[END_REF][START_REF] Brun | Tripoli-4 ® , CEA, EDF and AREVA Reference Monte Carlo Code[END_REF][START_REF] Malouch | Recent Developments in the Tripoli-4 ® Monte Carlo Code -Applications to Research Reactors[END_REF] which has been extensively validated against experimental results from neutron flux measurements performed in ex-core and in-core experiments [START_REF] Péron | Simulation and Comparison of the Calorimeters Measuring the Nuclear Heating in the OSIRIS Reactor, with the TRIPOLI-4 Monte-Carlo Code[END_REF][START_REF] Péron | Improvement of Nuclear Heating Evaluation Inside the Core of the OSIRIS Material Testing Reactor[END_REF][START_REF] Péron | Contribution à l'Amélioration des Méthodes d'Evaluation de l'Echauffement Nucléaire dans les Réacteurs Nucléaires à l'aide du Code Monte Carlo TRIPOLI-4[END_REF]. As shown in Fig. 24, two-step TRIPOLI-4 simulations are needed to estimate the total nuclear heating. The first one is a coupled neutron-photon critical simulation for the calculation of the nuclear heating due to neutrons and prompt photons. The second one is a photon fixed-source simulation devoted for the transport of the fission-product decay gammas. These two main steps need upcoming data: nuclear data which represent the physics of simulations and irradiation data for setting up geometry and compositions of the core.

The calculation scheme uses nuclear data from the CEAV5_1.1 library, based mainly on the nuclear data library JEFF3.1.1 [START_REF] Santamarina | The JEFF-3.1.1 Nuclear Data Library[END_REF]. The user either gives irradiation data (control rods positions, loading of experimental devices…) or computes them by some deterministic calculation codes, in particular to obtain the isotopic compositions and the decaygamma sources of the OSIRIS fuel elements.

The five-stage calorimeter (see Fig. 1) and the CALMOS-1 device were modelled thanks to the technical drawings as close as reasonably possible. Figures 25 and26 show the axial and radial cross sections of the TRIPOLI-4 geometry modelling of the CALMOS device. The modelling of the OSIRIS core geometry is also as close as possible to technical drawings. Each fuel plate is modelled in the lattice, control rods can be modeled at their real axial position, and the axial discretization of fuel element compositions can be modified.

To ensure Monte Carlo standard deviations less than 1% for all calculated tallies (for fluxes or nuclear heating for neutrons, prompt and decay photons), each TRIPOLI-4 simulation was carried out using one hundred processors during about ten days.

Results

Several comparisons between calculations and measurements were performed with the five-stage calorimeter and the CALMOS-1 experimental device when irradiated in different positions and during different cycles of the OSIRIS reactor. The nuclear heating calculation scheme is a useful tool for analysis and understanding. That allowed quantifying a "geometric effect" of 6% in terms of measured nuclear heating, between the five-stage calorimeter and CALMOS, when both devices are irradiated exactly in the same incore position.

Measurements performed by the two calorimeters cannot really be directly compared. This would have required identical irradiation conditions in a same core i.e in terms of core loading and control rods positions (see §14 and Table 5). Therefore, the simulation can be here a good help to perform a fully relevant comparison.

In addition, with the presented calculation scheme, we have access at each component taking part in the nuclear heating in the samples: Neutron energy deposition (about 15%), prompt photon energy deposition (about 65%), and decay photon energy deposition (about 20%). The most part of nuclear heating being due to photons (about 85 %). The contribution of neutrons (essentially fast neutrons above 1 MeV) is not negligible.

Uncertainties evaluation

Nuclear heating measurement

Uncertainties associated to nuclear heating measurements are established when the preliminary calibration [START_REF]International Intercomparison of Calorimeters[END_REF] is used in routine to perform the measurement (use of the K coefficient). However, such evaluation is made accurately only for the 0-4 W.g -1 heating range, for which the zero method could be taken as reference. In that range, the KC coefficient defining the loss of linearity could be evaluated quite precisely thanks to the 4-wire technique measurement ( § 13). We can consider that the K calibration, the ∆∆T temperature difference and the KC correction coefficient of ( 2) are independent:

-The uncertainty associated to K depends on the cell slopes determination made during the preliminary calibration (°C.W -1 ). It is evaluated at 3.8 % at one standard deviation (1 σ) and is independent of the heating level, -The ∆∆T value comes from the measurement of four temperatures. The uncertainty of each thermocouple (calibration certificate) and those coming from the temperature measurement device, lead to total uncertainties decreasing with ∆∆T rise: 12 % for 5 °C, 5.5 % for 11 °C and 1.9 % for 42 °C ∆∆T (1 σ),

-Kc is evaluated thanks to the zero method and the CAST3M Finite Element Model [START_REF] Carcreff | Simultaneous Measurements of Nuclear Heating and Thermal Neutron Flux Obtained with the CALMOS-2 Measurement Device inside the OSIRIS Reactor[END_REF]. The only experimental process is kept in the present evaluation. Despite of the low measurements we could perform in the core, obtained points fit well with the KC curve in Fig. 23. An analytical approach allows assessing for Kc a global uncertainty to 2 % (1 σ).

Heating W.g -1 (graphite) 0.5 1 2 4

σ ET/ET at 1 σ (%) 12.7 7.0 5.4 4.7

Table 6 -Uncertainties on heating measurements when deduced from the calibration and up to a 4 W.g -1 heating rate Therefore, if the measurement is made with the preliminary calibration and within a 0 to 4 W.g -1 range, expected uncertainties are those of Table 6, as a function of the heating rate. Beyond a 4 W.g -1 heating rate, the number of available measurements did not allow to assess the definitive associated uncertainty. However, it is expected to be no less than 15 % (1 σ) at 12 W.g-1 .

Conventional thermal neutron flux

Measurement of the thermal neutron flux thanks to the specific rhodium SPND requires to suppress the epithermal response of the emitter (See § 7). That is the preliminary step to deduce the thermal neutron flux from the measured current. Therefore, the axial distribution of the epithermal flux/thermal flux ratio has been calculated by the TRIPOLI-4 Monte Carlo for the four typical experimental locations inside the core, i.e 24South, 24North, 44, and 64 (sublocations for central 44 and 64 locations do not need to be distinguished in terms of spectra). The epithermal index was calculated for all accessible altitudes with the calorimeter taking into account the real geometry (sensor + cooling water layers + external sheath), the rods position and the actual core loading. Therefore, the following terms are taken into account for the uncertainty evaluation:

-The calculated epithermal index by TRIPOLI4, -The thermal sensitivity of the rhodium SPND, -The measured intensity delivered by the SPND.

Finally, the global uncertainty associated to the conventional thermal flux measurement by this rhodium SPND, in CALMOS-2 configuration, is 8 % at 1 σ [START_REF] Fourmentel | Comparison of Thermal Neutron Flux Measured by 235U Fission Chamber and Rhodium Self-Powered Neutron Detector in MTR[END_REF].

Characterization of the OSIRIS incore radiation field thanks to CALMOS devices

Comparison of heating and thermal flux profiles in the core

The probe allows measuring separately the nuclear heating, the thermal neutron flux or both at the same time.

Fig. 29 shows an example with 32 simultaneous measurement points, heating and thermal flux, performed in the 44NorthWest location during the F283 cycle with CALMOS-2, which allows observing behaviors of both quantities along the scanning height (distributions normalized to unity). Fig. 29 shows that in the middle part of the core, distributions of heating and neutron flux have roughly the same shape. However, differences of behavior are measured above:

-At the core-moderator transition area centered around +320 mm/mid-plane, we observe a significant rise of thermal neutron flux (slope break), whereas this transition has no effect on the nuclear heating evolution, -Above the core (zoomed part on right scale of Fig. 29) the heating attenuation is quite different from the thermal flux one. The thermal flux decreases faster than the heating, with a measured ratio of 2 each 40 mm against 80 mm for heating.

Fine analysis of thermal neutron flux behavior at the core-moderator transition

Fig. 30, which relates to the only thermal flux in absolute values, shows the possibilities offered by the HMI automatic displacement system, allowing to refine deeply the obtained profiles for given areas in the total stroke. At the core-moderator transitions (here in the upper part around +320 mm/mid-plane), the scan step has been reduced to the 11 mm minimum value, detailing the slope break in the thermal flux evolution. 

Checking of consistency between both CALMOS devices responses

To check the consistency between CALMOS-1 and CALMOS-2 prototypes, both devices were loaded sideby-side (37 mm distance) in the two north positions of the 64 location during the F284 cycle (Fig. 31).

Distributions of nuclear heating and thermal neutron flux were obtained with each device, but operated separately, to avoid any influence on each other. During the scans, made at the 70 MWth nominal power, among the four control rods surrounding the location, only BC3 (in brown) in the south part of the core is in operation and moving in the lower part of its stroke. Such configuration allows approximating same irradiation conditions in north part of the 64 location. Fig. 31 illustrates also the CALMOS configuration with regard to the control rod in operation.

Fig. 31 shows that heating profiles are almost identical, with a slight discrepancy in the mid-plane region in which the CALMOS-2 signal (red curve) is around 3 % higher. The comparison made for the thermal neutron flux is illustrated in Fig. 32. At mid-plane, measurements by CALMOS-2 (red curve) are also higher around 6 % than CALMOS-1 (blue curve). However, conversely to the heating, we note a thermal flux in CALMOS-1 remaining lower even in the fissile-moderator transition (brownblue transition on Fig. 32).

In addition, a static device called MEREVER is located also in the same 64SE location (in green). Used for many years in the OSIRIS reactor for thermal flux measurements and qualified, it is instrumented with 10 rhodium standard SPNDs (50 mm emitter length) inside an aluminum rod and allows to plot the flux profile with 5 axial measurements points covering +/-260 mm/mid-plane. In comparison with those obtained with CALMOS devices, we observe that profiles are very similar, except for low altitudes under the mid-plane (green curve), demonstrating that the thermal neutron flux at the MEREVER position is influenced by the rod position, closer to this device.

The global consistency in thermal flux measurement found between CALMOS and MEREVER devices, shows that the 10mm short emitter SPND, especially developed for the CALMOS program, is qualified.

Such information is of major importance to predict the total heat deposition in any experimental device in the core.

Heating distribution with very high definition

To measure a relevant distribution in the core (heating or neutron flux), the control rods axial displacement (rise movement) must be very short during the whole scan duration, i.e involving a negligible effect on measured distributions. That can be the case only at mid-cycle, because rods are in the middle of their mechanical stroke, therefore at their maximum efficiency. Fig. 34 shows an example of a complete scanning, covering the whole calorimeter stroke, performed with the 11 mm minimum scanning step, offering the best definition. Taking into account the time response of the calorimeter (2min 30s), added to the time required to move the probe, the total measurement time is 4min 30s per point. A 7 h 30 min scanning time is required to perform the 97 measurement points necessary to cover the whole calorimeter stroke. That shows the ability of such calorimeter, thanks to the automatic displacement system, to refine the profile definition as deeply as necessary.

Obviously, the measurement is a compromise between the definition and the acceptable scanning time. To keep relevant, the modification of the radiation field must be considered as negligible over the total time required to draw its distribution. 

Reactor start-up monitoring

For monitoring the complete divergence of the reactor during the F284 cycle, the CALMOS-2 calorimeter (sample cell) is placed at the core mid-plane altitude before start-up. The 64-water box loading is as described in Figs. 31 and 32, with CALMOS-2 in 64North-East and the MEREVER device in 64South-Est location, with only a 37 mm distance between both devices. During the reactor power rise, from the divergence to nominal power, the only two BC6 and BC4 control rods are operating. Other rods are either fully up or fully inserted i.e without any effect on the axial heating distribution. Relative positions between these two rods and devices appear in Fig.

32.

Among the ten rhodium SPNDs inside the MEREVER device, two SPNDs (N°5 and N°6) are side by side and exactly at the core mid-plane i.e very close to the sample cell of the calorimeter. During the power rise, we can make the following assumptions regarding positions of the sample cell and that of these two SPNDs: The results processing allows deducing a second estimation of the linearity loss for heating measurements up to the nominal power. To do it, the heating measured at 5 MW is taken as reference then, all other measurements are recalibrated thanks to the relative evolution of MEREVER SPNDs. We note that the obtained correction is identical whatever the SPND taken as reference (N°5 or N°6). Fig. 36 shows the deduced experimental evolution of KC (ET)

(ratio between recalibrated and measured values) between 0 and 70 MW i.e covering the 0 to 11 W.g -1 heating range: KC (ET) ≈ 0.0006 ET 2 + 0.0082ET + 1 [START_REF] Santamarina | The JEFF-3.1.1 Nuclear Data Library[END_REF] Results show that the correction is not negligible and close to 10 % at 8 W/g and close to 14 % at 10 W.g -1 . On the same figure are plotted also, the first experimental evaluation of KC (ET) deduced from the zero method comparison (see § 12). Fig. 36 shows that the trend previously obtained, for the correction coefficient limited to a 0-4 W/g heating range, is in correct agreement with these latest measurements.

To reinforce such result, the processing of measured heating levels has been made also with the reactor power taken as reference. In that case, we need to consider that any variation of the reactor global power involves a same relative variation of the local power at the mid-plane vicinity. The same trend is obtained with a correction close to 14 % at 10.4 W.g -1 against 15 % found in Fig. 36. Therefore, for nuclear heating measurements obtained from the calibration in CALMOS-2, the KC expression of ( 6) is applied.

Recording of the residual power decay after shutdown

The CALMOS calorimeter has been tested also to follow the residual power decay after the reactor shutdown.

Fig. 37 shows a 10 hours recording performed after shutdown at the end of the F283 cycle. Just after shutdown, the residual power drops sharply to almost 10% of the nominal value, before decreasing more slowly. After an 8 hours elapsed time, the measured ∆∆T is only 1.63 °C leading to a residual heating level to around 150 mW.g -1 .

At this time, the reactor procedure requires to stop the primary pumps, involving a change of cooling conditions for the calorimeter, switching from the forced convection to the natural convection regime. The zoomed part in Fig. 37 (upper right corner) shows that the signal is disturbed at the pump stop and the noise becomes stronger in natural convection. However, the signal decay is still coherent because, after this event, it follows the same slope of decay, demonstrating that the calorimeter remains reliable even in natural convection regime, established inside the water gap between the calorimetric probe and the internal surface of the sleeve. This result is of major importance because that shows that the CALMOS calorimeter keeps its ability to monitor the residual power independently of OSIRIS thermohydraulic conditions.

Establishment of the core residual power distribution 18 days after shutdown

At the end of the F284 cycle, the monitoring of the power residual decay was extended up to 18 days after the reactor shutdown. At this time, when the CALMOS probe is located at the core mid-plane, the measured ∆∆T is reduced to 0.31 °C leading to a nuclear heating rate of about 29 mW.g -1 (C).

Despite this very low signal, a scanning is attempted to establish the axial distribution of the residual power in the core, in 64North-East location, with a step reduced to 22 mm and a 5 min measurement time at each altitude.

Fig. 38 shows the obtained recording of ∆∆T raw values. Despite some discrepancies, the nuclear heating distribution is still coherent and measurable. We remind that the study of the calorimetric cell response shows clearly that, even though ∆∆T is the only quantity well representative of nuclear heating, the relative distribution can be deduced from each cell ∆T as demonstrated in Fig. 22. Taking advantage of this property, for plotting the complete curve of the final residual power in the core, we retain only the absolute measurement of heating at the core mid-plane. Then, the rest of the distribution is deduced from the relative response of the "∆t sample" showing a much weaker dispersion. Results appear in Fig. 39. That demonstrates that it is of prior importance, during the manufacturing, to choose the thermocouples accurately to enable the very low ∆T measurements. They must provide the lowest dispersion as possible in a same temperature field (importance of preliminary calibration). Each thermocouple embedded in the cell base ("cold temperature") is calibrated with two reference points, melting ice and boiling of water, whereas each thermocouple embedded in the pedestal ("hot temperature") is calibrated with four references, boiling of water and melting points of Tin (232 °C), Lead (327 °C), and Zinc (420 °C). After selection, the lower the dispersion is, the lower the required correction is (or negligible) for very low heating rates. For the four thermocouples of the CALMOS-2 calorimetric cell, the preselection led to a very low discrepancy among them, measured to 0.2 °C over the 420 °C total range of the calibration.

Obtained results show the ability of the CALMOS device to establish the nuclear heating distribution in the core, from the nominal power up to after 18 days of cooling time after shutdown. Therefore, we can consider that the calorimetric cell offers 3-decade dynamic range. 

Mutual perturbation between the two CALMOS devices in a same experimental location

Inside an experimental reactor, it is essential to check that the measurement we are performing is relevant. That requires checking that any potential modification in the environment (control rod, experimental device…) does not affect significantly the radiation field we are measuring. That is the case if we want to use the two CALMOS devices in the same water box to characterize the same location. Moving down or moving up the mobile equipment of a system along its main axis can disturb the other one.

During the last F284 cycle, CALMOS-1 and CALMOS-2 were placed side-by-side, respectively in the 64North-West and the 64 North-East locations of the core. Four successive complete scanning were performed with CALMOS-2 (nuclear heating + neutron flux measurements, 88mm scan step each) for four fixed positions of the CALMOS-1 calorimetric probe, corresponding to the rest position (+1001mm), the entrance of the core (+320 mm), the core mid-plane (0mm), and at the bottom (-139 mm). These four positions are representative of the potential perturbation. 

Conclusion

From the first idea in 2002 to the completion of a real qualified measurement prototype suited to an MTR reactor, followed by the comprehensive analysis of obtained results, the CALMOS R&D program took place over a period of 15 years. The development and the qualification of the whole measurement system required a succession of thermohydraulic, neutron, and mechanical studies. Among them, the modelling of the calorimetric probe, answering to OSIRIS incore thermohydraulic conditions, permitted to design a cell geometry well suited to nuclear heating rates inside the core. Two mock-ups tested in the excore area allowed to validate the measurement protocol for this innovative superimposed geometry. Then, the transposition to incore measurements needed the development of a specific displacement system to obtain axial nuclear heating distributions inside the core while ensuring the cooling conditions of the probe and matching with OSIRIS safety requirements. The whole measurement campaign in real incore conditions by both CALMOS devices ran from 2013 to 2015, covering 11 reactor cycles, around 22 days each.

About the calorimetric probe working, the main results are as follows:

-Using the zero method, almost independent of the calibration phase, allows reducing the number of assumptions in the heating measurement process. The most important improvement brought in the last version is the implementation of the 4-wire technique in the reference cell, which allows suppressing any assumption about the heater element ageing. That enables to reduce the associated uncertainty to heating measurements at 4.7 % at 1σ for a 4 W.g -1 (C) heating rate, -The entire absolute axial distribution in the core can be obtained by performing a single absolute measurement at a given altitude, the rest of the curve is deduced thanks to the relative response of any of the cells, -The zero method is used as a reference measurement for the probe non-linearity assessment.

Determination of the cells slope in °C.W -1 shows that the response is almost linear within a 0-5 W.g -1 heating range, with a measured discrepancy not exceeding 4 %, -The global sensitivity has around a 3-decade dynamic range, offering the possibility not only to follow the core residual power up to 2 weeks after shutdown, but also after this cooling time to draw its axial distribution.

The CALMOS-1 device has been tested during ten reactor cycles. Despite the short irradiation campaign of the CALMOS-2 upgraded version, carried out during the last three cycles of the OSIRIS reactor due to its final shutdown scheduled in December 2015, many tests were performed in different core conditions. That highlighted the various possibilities offered by the new displacement system when associated with the complete automatic driving system to characterize the incore radiation field. Among major results, we note:

-The automatic probe mobility, programmed through a Human Machine Interface thanks to a specific software, allows obtaining very well defined profiles both for nuclear heating and for thermal neutron flux measurements. The scanning step and partial and/or total measurement times can be adjusted as required, focused on given target regions and to the reactor conditions in order to keep a relevant measurement with regard to the control rods evolution, -The programming of measurement sequences helps a lot in monitoring the radiation field evolution throughout the reactor cycle, because it can be adapted to reactor conditions, -For the most critical situation, a CALMOS device closer as possible to the control rod in operation, the complete withdrawal of the mobile equipment from its external sheath induces a 45 pcm positive reactivity on the core. Therefore, the adopted displacement speed of 1 mm.s -1 in the core involves a reactivity effect less than 0.1 pcm.s -1 , fully compatible with reactor control rules.

However, the global feedback of the CALMOS program leads us to some improvement perspectives. In that program, the main purpose was to obtain a calorimeter answering to a very large nuclear heating range, ranging from 13 W.g -1 at the core mid-plane at nominal power to the residual heating at 1 m above the core. Therefore, the sensitivity was a compromise. It must be high enough for a measureable ∆∆T in the lower part of the heating range, but sufficiently low at high level to limit absolute temperatures in the cell, because leading to heat losses by radiation and conduction in gas. Therefore, in the upper heating range, the loss of the linearity is significant. So, as main prospect, another design would be optimizing the geometry so as to limit the sensitivity, therefore the maximum temperature of inner walls inside the cell, to suppress as drastically as possible heat losses by radiation, which are very difficult to assess by calculation and to suppress in the design.

Secondly, even though it cannot be used in routine for establishing any axial distribution, results showed the importance of the zero method, considered as the best approach of an absolute measurement. That leads to the second major improvement, which would be to design a heater element able to simulate the energy deposit up to highest heating levels in the core, to perform an absolute measurement for assessing more accurately the loss of linearity when using the calibration coefficient.

The intensive use of CALMOS-2 in the core, cumulating a total 70 hours automatic scanning time, has demonstrated its reliability for OSIRIS in-core conditions up to a 12 W.g -1 heating rate and up to a 2.5 x 10 14 n.cm -2 .s -1 thermal neutron flux. While meeting the reactor safety requirements, the CALMOS device becomes an operational equipment suited to the surveillance and the qualification of the incore radiation field in an MTR reactor, a key data for the dimensioning and the surveillance of any experimental device irradiated inside.
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 1 Fig.1. Static differential calorimeter previously used for heating measurements inside the OSIRIS reactor.
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 2 Fig.2. CALMOS design with its two piled-up cells configuration.
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 6 Fig.6. CALMOS-2 details: upgraded position of thermocouples located at the top and bottom of the pedestal (left), and implementation of a 4wire resistance inside the reference cell of the calorimeter (right).

Fig. 7 .

 7 Fig.7. Meshing of the whole calorimeter (left) with focus on the sample cell (right)

Fig. 8 .

 8 Fig. 8. Example of temperature distribution inside the cells obtained for 13 W/g with FE modelling (left: sample cell; middle: reference cell; right: temperature scale).

  AW1050 aluminum, 17 mm in diameter, 25 mm height, -Pedestal: aluminum, 3.8 mm in diameter, 20 mm height, 20 mm between TCs locations, -Sample: graphite -Cell upper part: sample weight 1.432 g, 8 mm in diameter, 20 mm height, -Mass of the cell upper part 1.621 g, -External sleeve: stainless steel 0.5 mm thick, overall height 210 mm, -Internal gas: N2, capsule pressure 1.5 bar, -Half-screens: stainless steel, 0.2 mm thick, -Heater: constantan wire, 0.25 mm in diameter, resistance 1.8 Ω, 4-wire resistance for the reference cell, 2 A maximum, -Distance between cells: 88 mm, -SPND: Rhodium emitter 0.5 mm in diameter, 10 mm length.

Fig. 9 .

 9 Fig.9. Overall cross section of final design of the calorimetric cell (CALMOS-2 configuration).

Fig. 10 .

 10 Fig.10. Intermediate step in the CALMOS-2 manufacturing. The two cells are in a temporary guide and thermocouples are put into place, but polished half-screens are not assembled yet.

Fig. 11 .

 11 Fig.11. CALMOS-2: Shaping and introduction of the specific SPND (rhodium emitter 0.5mm in diameter, 10mm length) inside the lower base (overall length 20mm).

Fig. 12 .

 12 Fig.12. Calculated epithermal index (epithermal neutron flux/thermal neutron flux) evolution in the 64 experimental location along the total mechanical stroke of the calorimeter. The associated uncertainty is less than 1 %.

Fig. 13 .

 13 Fig.13. Experimental determination of the sample cell slope of the CALMOS-2 probe in natural convection.

Fig. 14 .

 14 Fig.14. Measurement of the response time on the mock-up N°2. Evolution of temperatures during a power transient, after application and shutdown of a 1 A intensity in both element heaters.

  Fig.15. Measurement of the CALMOS-2 calorimeter response time by a decreasing transient.

  CALMOS-2 calorimeter -Forced convection Measurement of the time response -Heating of the two cells simultaneously Injected intensity : 0.8 A -P : 1.18 W -Inlet water temperature : 38.9°C Sample cell "hot temperature" Reference cell "hot temperature" Sample cell "cold temperature" Reference cell "cold temperature"

Fig. 16 .

 16 Fig.16. Horizontal cross-section of the OSIRIS core

Fig. 17 .

 17 Fig.[START_REF] Fourmentel | Comparison of Thermal Neutron Flux Measured by 235U Fission Chamber and Rhodium Self-Powered Neutron Detector in MTR[END_REF]. Main components of the displacement system equipped with the calorimetric probe (in blue and red according to the position).

Fig. 18 .

 18 Fig.18. Cooling water flows inside the CALMOS device, when located inside an experimental location of the OSIRIS core.

CALMOS- 1

 1 measurement campaign lasted 10 OSIRIS cycles, corresponding to 8 cycles for the prototype itself and 2 additional ones for the comparison with the updated CALMOS-2 version. Taking into account the scheduled final shutdown of the reactor, planned at the end of 2015, the development, manufacturing, calibration and all the tests of this last configuration had to be done during the only last 3 cycles of OSIRIS reactor. To qualify CALMOS devices, the following kind of tests were carried out:-Three incore locations, 24, 44 and 64 (in ascending order of heating rate), were measured. We remind that a single location can be investigated per cycle, -For the only device CALMOS-2, 21 complete automatic scanning were performed, -Follow-up of the reactor start-up with the probe located at the core mid-plane, -Follow-up of the residual power decay with the probe located at the core mid-plane, -Measurement of the mutual influence, in terms of heating and thermal flux, between both devices when they are placed side-by-side in a same location, -Comparison of CALMOS and MEREVER devices in terms of thermal neutron flux, -Measurement of the reactivity effect consequently to the insertion of the mobile equipment inside the core, -Influence of the probe displacement speed on the core reactivity, -Performing various measurements with the zero method, covering the 0-4 W.g -1 heating range, -Measurement of separated distributions (nuclear heating or thermal neutron flux), -Measurement of simultaneous distributions (nuclear heating and thermal neutron flux),

Fig. 19 .

 19 Fig. 19. Moving down of the loaded water box, equipped with both CALMOS devices, with the handling crane inside the 64 experimental location.

Fig. 20 .

 20 Fig. 20. Loading configuration of the core during the last F284 OSIRIS cycle. Both CALMOS prototypes are located side-by-side in the incore 64 experimental location (respectively 64NW and 64 NE positions). In addition, the MEREVER device dedicated to thermal flux measurement is in the same location in 64South-East position.

  Fig. 22 are plotted together normalized values (to unity) of ∆T sample, ∆T reference and ∆∆T the difference among them. If the only quantity representative of the energy deposit in the sample graphite is ∆∆T, the relative distribution can be obtained by each ∆T measurement (sample, reference or their difference).

Fig. 21 .

 21 Fig. 21. Example of signals acquisition in 24North-East location of the core. Temperatures of ∆T sample and ∆T reference are recorded along the 1150mm total stroke. The core fissile height is between +/-320 mm vs the core mid-plane (zoom in right scale).

Fig. 22 .

 22 Fig. 22. Distributions normalized to unity of ∆T sample, ∆T reference and ∆∆T in the 24North-East location of the core obtained by CALMOS-1 (zoom in right scale).

Table. 5 -

 5 Comparison betwwen CALMOS-1 and the 5-stage calorimeter for incore locations.

Fig. 24 .

 24 Fig. 24. Nuclear heating evaluation scheme architecture based on TRIPOLI-4 two-step neutron-photon simulations.

Fig. 25 .Fig. 26 .

 2526 Fig. 25. Axial cross section of a TRIPOLI-4 modelling of the CALMOS-1 device

Fig. 27 .Fig. 28

 2728 Fig. 27. Axial profile of nuclear heating: calculation-measurement

Figures 27 and 28

 28 Figures 27 and 28 show examples of typical calculated and measured axial profiles of nuclear heating (in the graphite sample) and thermal neutron flux (at the rhodium SPND location) for the CALMOS-1 device.Results shown in these figures correspond to the F265 cycle and the 64 South-West experimental location, normalized at the 70MW rated power.Globally, we have good consistency between axial profiles of nuclear heating and thermal neutron flux obtained both by calculations and by measurements. However, calculated values systematically underestimate those measured. Discrepancies between calculation and measurements are about -15% at the core mid-plane level. According to measurement uncertainties (see §16), we can consider that the calculated values are close to measurement results within 2σ of measurement. A first possible reason of the observed discrepancies between experiments and simulations could be the lack of knowledge of the exact composition of the fuel elements (determined by preliminary calculations). Another assumption could be a lack in terms of photon production nuclear data. The use of recent nuclear data evaluations such JEFF3.3 or ENDF/B-VIII will be investigated.

Fig. 29 -

 29 Fig.29 -Simultaneous measurement of heating and thermal neutron flux in the 44North-East location. Values are normalized to unity.

Fig. 30 -

 30 Fig.30 -Measurement of the thermal neutron flux in the 44 North-East location. Detail of the distribution at the core-moderator transition.

Fig. 31 -

 31 Fig. 31 -Distributions of nuclear heating obtained with both prototypes located in the 64 North location

Fig. 32 -

 32 Fig. 32 -Distributions of the thermal neutron flux obtained in 64 location with CALMOS-1 (blue) CALMOS-2 (red) and the MEREVER device (green) equipped with standard rhodium SPNDs

Fig. 34 .

 34 Fig. 34. Test of the highest definition. Nuclear heating distribution in the 64North-Esat location during the F284 cycle. The whole scanning height is covered by 97 measurements points for a total scanning time of 7 hr 30 min.

Fig. 35

 35 Fig. 35 shows the evolution of the measured heating (deduced from the calibration) with the CALMOS-2 calorimeter along the whole F284 OSIRIS divergence. Nine steps during the power rise allow to record stabilized signals of the calorimeter and those provided by SPNDs.

Fig. 36 -

 36 Fig. 36 -CALMOS-2 at the core mid-plane in the 64North-East location: Loss of linearity up to the nominal power during the F284 OSIRIS startup. Recalibration of heating measuremets thanks to the MEREVER rodium SPNDs in close vicintity.

Fig. 37 -

 37 Fig. 37 -Decay of the residual power after the end of the F283 OSIRIS cycle. Recording during 10 hours after shutdown. The signal behaviour before and after the change of cooling regime appears in the zoomed part (upper right corner).

Fig. 38 -

 38 Fig. 38 -Axial distribution of raw ∆∆T values of the CALMOS-2 calorimeter, in the 64NE expertimental location, 18 days after shutdown of the F284 OSIRIS cycle.

Fig. 39 -

 39 Fig. 39 -Axial distribution of the core residual power, plotted by the CALMOS-2 measurement device 18 days after shutdown of the OSIRIS F284 cycle.

Fig. 40 -Fig

 40 Fig. 40 -CALMOS-2: Discrepancy in nuclear heating measurement among the 4 measurements corresponding to the 4 positions of the CALMOS-1 probe insertion in the core.

Figs. 40

 40 Figs.40 and 41 gather all maximum measured discrepancies, evaluated at eight altitudes of CALMOS-2 calorimeter, for both heating and neutron flux measurements. Results show that, inside the core, the maximum perturbation involved by the presence of the CALMOS-1 probe in CALMOS-2 vicinity remains very low, respectively less than 3 % for heating measurement and less than 4% for the thermal neutron flux. Considering experimental uncertainties, such results led us to assume that, in first approximation, any scanning performed by one displacement system does not disturb the measurements acquisition carried out by any other similar device, for both nuclear heating or for thermal neutron flux measurements. Both devices can work together independently.

Table 1 .

 1 Thermal characteristics of the aluminum AW1050.

	24	2684	886	
	100	2668	939	24.8
	200	2648	982	25.2
	300	2627	1018	25.6
	400	2605	1059	26.3
	500	2582	1109	27.2

Table 2 .

 2 Experimental results of CALMOS-2 calibration.

	3.-1 )

Table 2

 2 

	refers to results obtained in natural and forced convection for the

Table 3 .

 3 Experimental results of the response time measurement on the CALMOS-1 calorimeter.

Table . 4

 . -Comparison of a previous calorimeter (N°30) and the CALMOS mock-up in excore locations at the core mid-plane.
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Surveillance of the heating evolution during a reactor cycle

To follow the evolution of the heating distribution along the entire reactor F283 cycle, the CALMOS-2 device is placed inside the 44North-West location. Eight different scans are successively performed (reactor power unchanged), spread from the beginning of the cycle to the reactor shutdown. The three most relevant distributions obtained are plotted in Fig. 33, well representative of the whole control rods evolution during the cycle going from the position "rods inserted" (blue curve) to the rods position at shutdown time, with one rod completely extracted (red curve).

The complete recording along the cycle permits to measure at this location, not only a 12 % increase of the heating rate at the core mid-plane, but also to observe and to measure the axial displacement of the position of the maximum flux plane (moving from -40 mm, 0 and moving down again -40 mm/MP at shutdown time). -During the power rise, up to around 50 MW, first the BC6 rod is moving up in the upper part of its stroke between 430 and 550 mm, i.e in an area clearly above the mid-plane. Then, the second rod is moving up in the lower part of its stroke, from 50 MW to nominal power, between 0 and 170 mm i.e clearly under the mid-plane. These two areas are far away enough from the core mid-plane vicinity to consider that, in a first approach, there is no significant effect on the flux gradient between 64NE and 64SE positions, -As there is no change of environment at the mid-plane vicinity (control rods in operation, static position of the CALMOS calorimeter), the spectrum does not change with reactor power i.e the gamma spectrum, the neutron spectrum and the ratio among them remain unchanged.

Such situation allows assuming, and that was the researched objective, that the nuclear heating (CALMOS-2 monitoring) and the thermal neutron flux (MEREVER monitoring) follow the same relative evolution from the divergence to the nominal power. Therefore, signals recorded from N°5 and N°6 SPNDs of the MEREVER device can be taken as reference to monitor the calorimeter linearity from 0 to 70 MW.