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Introduction

Considering its whole life cycle, building sector is responsible for 40% of total European energy consumption and 36% of greenhouse gas emissions. The renovation of 3% of existing buildings is, thus, encouraged. In this sense, in accordance with the European energy policies of 2010, the construction of Nearly Zero-Energy Buildings integrating renewable energy sources such as solar photovoltaics is essential for a total or major coverage of energy needs (EU, 2020). Indeed, the building envelope is a critical element since it influences the indoor thermal loads but it also represents a large available area for energy production, especially facades. However, in the case of facade integrated photovoltaic installations, a decrease of electrical performance is observed compared to rack-mounted or rooftop photovoltaic systems mainly due to the higher risk of shading and to the less advantageous solar incident angle [START_REF] Vulkan | Modeling the potential for PV installation in residential buildings in dense urban areas[END_REF] in addition to the expected modules overheating and the important thermal gradient from top to bottom of the facade [START_REF] Freitas | Solar facades for future cities[END_REF]. Moreover, in urban area, these more visible systems have to comply with the public, market, architects and regulatory requirements concerning aesthetics and performance more than rooftop installations [START_REF] Attoye | A review on building integrated photovoltaic façade customization potentials[END_REF], thus the development of innovative and aesthetical photovoltaic prototypes for facade integration with improved performance is necessary, especially for building deep renovation [START_REF] Saretta | A review study about energy renovation of building facades with BIPV in urban environment[END_REF][START_REF] Shukla | Recent advancement in BIPV product technologies: A review[END_REF][START_REF] Freitas | Solar facades for future cities[END_REF]. Various configurations of building integrated façades can be found in the literature including different photovoltaic modules technologies (opaque or semi-transparent, crystalline silicon or thin film) but, only few projects include bifacial photovoltaic modules although the additional electricity production at their backside [START_REF] Gu | A comprehensive review and outlook of bifacial photovoltaic (bPV) technology[END_REF], leading to the lack of knowledge on their performance in real conditions and so, to the slow development of their application in the building sector. Thus, numerical and experimental studies in situ and on at least one year are necessary to validate the relevance of this technology for a building integration.

According to the state of art, photovoltaic modules are applied in four main kinds of facade elements, namely, solar glazed facades, sun-shading elements, ventilated facades (with an air gap at the rear side of photovoltaic modules) and non-ventilated facades (photovoltaic modules directly in contact with the facade). For a satisfactory rear side production, the use of bifacial photovoltaic modules requires the installation of a reflective layer located at an optimal distance and reflecting solar radiation towards their backside [START_REF] Chen | Improvement of the electricity performance of bifacial PV module applied on the building envelope[END_REF][START_REF] Soria | A study of the annual performance of bifacial photovoltaic modules in the case of vertical facade integration[END_REF][START_REF] Ko | Dielectric/metal/dielectric selective reflector for improved energy efficiency of building integrated bifacial c-Si photovoltaic modules[END_REF][START_REF] Kim | Inhomogeneous rear reflector induced hot-spot risk and power loss in building-integrated bifacial c-Si photovoltaic modules[END_REF][START_REF] Muehleisen | Energy yield measurement of an elevated PV system on a white flat roof and a performance comparison of monofacial and bifacial modules[END_REF], which is mainly possible with ventilated façades. Nevertheless, for an integration into non-ventilated facades, since the bifacial photovoltaic modules have a semitransparent structure, the reflective layer could be mounted directly in contact with their rear glass in order to exploit its optical properties (reflection coefficient of the glass layer). Moreover, the reflection properties of the coating of a room internal walls (ceiling, walls and floor) could be adapted in the case of solar glazed facades [START_REF] Chen | Improvement of the electricity performance of bifacial PV module applied on the building envelope[END_REF].

Only few research studies on photovoltaic facades including bifacial technologies could be found in literature. In 2015, Soria et al. analysed numerically and experimentally on short periods the relevance of the integration of a semi-transparent bifacial technology to a ventilated facade from the electrical and optical points of view and considering various innovative module architectures, air gap thicknesses and reflective layer materials. They obtained numerically an annual electrical energy gain of nearly 25% on a small scale test bench compared to a standard photovoltaic module [START_REF] Soria | A study of the annual performance of bifacial photovoltaic modules in the case of vertical facade integration[END_REF]. Then, in 2020, Tina et al. compared numerically the daily thermal behaviour and electrical performance of four non-insulated building integrated photovoltaic facades and their heat exchange with the building envelope. The systems considered in their study were differentiated by the presence of an air gap, by the reflective surface material (standard wall plaster or highly reflective paint with reflective coefficients of, respectively 0.2 and 0.7) and by the photovoltaic technology (standard or bifacial modules). They explained that the use of bifacial modules, even with the plaster coating as reflective layer, permitted an increase of the electrical power produced in peak hours of 2.9% compared to the monofacial photovoltaic ventilated façade and of 4.4% compared to the nonventilated one. Moreover, the use of the reflective paint led to an additional increase of production of nearly 2.9% [START_REF] Tina | A novel building ventilated façade with integrated bifacial photovoltaic modules: analysis of the electrical and thermal performances[END_REF]. These studies present interesting parametric studies permitting to estimate the impact of the bifacial system operating conditions on its performance. Nevertheless, experimental studies are realized on reduced scale facade installations, on short periods (hours, days, weeks, months) and annual data are obtained only through simulation, which is not sufficient to validate the relevance of this technology especially with industrial and financing partners. [START_REF] Tina | A novel building ventilated façade with integrated bifacial photovoltaic modules: analysis of the electrical and thermal performances[END_REF][START_REF] Soria | A study of the annual performance of bifacial photovoltaic modules in the case of vertical facade integration[END_REF][START_REF] Chen | Improvement of the electricity performance of bifacial PV module applied on the building envelope[END_REF] In this sense, in this work, the experimental study of an innovative configuration of building integrated glass-glass bifacial photovoltaic ventilated facade is presented focusing mainly on the thermal behaviour and the electrical performance of the photovoltaic modules, which has not been proposed previously on an annual base and at full scale. In addition, a specific attention is made on the whole facade solution comprising the bifacial photovoltaic modules, their rear side reflective concrete panels and the facade insulation layer through the evaluation of its seasonal contribution to reduce a building total energy consumption compared to a standard non-insulated concrete wall.

Indeed, the various studies existing on this aspect highlight that a ventilated photovoltaic facade configuration contributes to reduce the cooling load in summer while a non-ventilated system has a positive impact on heating load in winter, when it is well designed [START_REF] Yu | A review of designs and performance of façade-based building integrated photovoltaic-thermal (BIPVT) systems[END_REF][START_REF] Tina | A novel building ventilated façade with integrated bifacial photovoltaic modules: analysis of the electrical and thermal performances[END_REF][START_REF] Li | Numerical and experimental investigation of precast concrete façade integrated with solar photovoltaic panels[END_REF][START_REF] Han | Thermal regulation of PV façade integrated with thin-film solar cells through a naturally ventilated open air channel[END_REF][START_REF] Wang | Comparison of energy performance between PV double skin facades and PV insulating glass units[END_REF]. More precisely, Peng et al. showed numerically that compared to a standard concrete wall, a solar double skin photovoltaic wall could permit a reduction of heat gain by 51% in summer and of heat loss by 32% in winter [START_REF] Peng | Investigation on the annual thermal performance of a photovoltaic wall mounted on a multi-layer façade[END_REF]. Then, in 2019, Li et al. modelled and tested a non-ventilated precast concrete photovoltaic facade for high-rise buildings permitting a heating load saving of 19.67 kWh/m²/year (corresponding to a relative difference of nearly 56.7%) and an increase of cooling load of 14.70 kWh/m²/year compared to a concrete wall [START_REF] Li | Numerical and experimental investigation of precast concrete façade integrated with solar photovoltaic panels[END_REF].

In this paper, the design of the innovative bifacial photovoltaic facade element is first presented.

Then, the outdoor tests performed on two full scale test cells at Le Bourget du Lac integrating the south-oriented facade studied and a reference non-insulated concrete wall in order to measure thermal, electrical, energy consumption and weather data during more than one year are described.

The temperature and electrical production of the photovoltaic modules are analysed on daily, monthly and annual bases. Moreover, in order to estimate the impact of the system on heat transfers through the integration facade, the temperature distributions along the two facades are compared using thermal images. Finally, a comparison of the tests cells total energy consumption for heating and cooling is proposed considering the cold and the warm periods.

Description of the BIPV facade element designed

The innovative bifacial photovoltaic (PV) facade element studied was designed in the framework of the CONIPHER Life project mainly in order to encourage deep energy renovation of building facades.

Its configuration aims mainly to ensure a reduction of energy consumption for heating of at least 60% compared to standard non-insulated concrete wall through a sealed fastening solution for an easy and fast installation and dismounting of the bifacial PV modules and a whole facade high thermal resistance of nearly 5 m².K/W.

The prototype configuration was thus developed in order to solve some expected issues such as the thermal bridges within the insulation layer due to fastening nuts and the reduced level of cooling of building integrated PV modules backside.

The photovoltaic facade basic element of 0.9 m long and 0.83 m wide is composed of a nearly 57 Wp bifacial glass-glass photovoltaic module (see figure 1 Eight PV basic elements were mounted in an open joint ventilated facade configuration [START_REF] Agathokleous | Double skin facades (DSF) and building integrated photovoltaics (BIPV): A review of configurations and heat transfer characteristics[END_REF]Sanjuan et al., 2011a) leading to air entering or exiting the discontinuous air gap at different levels between the PV modules. According to the BIPV facade layout (in two columns of four PV modules), outdoor air will tend to enter in the air gap at the bottom and the top of the first row of PV modules and to exit at the bottom and top of the upper row of PV modules.

(See figure 2 c)

The eight integrated octagonal semi-transparent bifacial PV modules were manufactured by CEA.

Each module of 0.854 m long and 0.763 m wide (with a 45° chamfer of glass layers reducing the PV module length and width of 81 mm) is composed of a 3 mm thick tempered front glass, a 600 µm ethylene vinyl acetate (EVA) front layer, 24 monocrystalline silicon heterojunction (HET) bifacial halfcells in series (set out in 6 columns and 4 rows), a 600 µm EVA back layer and a 3 mm thick tempered back glass. The transparency rate of each PV module was of nearly 61.6%. The half-cells were obtained by cutting 15.6 cm x 15.6 cm PV cells with a method patented by CEA (CEA, 2017). The weight of the PV module is of nearly 10.2 kg. The use of half-cells permitted to increase the PV module voltage without modifying its size for a compatibility with standard inverter technologies [START_REF] Soria | A study of the annual performance of bifacial photovoltaic modules in the case of vertical facade integration[END_REF]. (See figure 1) Since the reflective coefficient values of a concrete material are comprised between nearly 0.25 and 0.30 over the visible spectrum (from 380 nm to 780 nm) [START_REF] Jensen | Remote Sensing of the Environment[END_REF][START_REF] Raybaud | Preliminary Numerical Evaluation of the BIPV's Potential in Urban Areas: Which Method to Use for Solar Radiation Calculation?[END_REF], the smooth surface of the 2 cm thick fiber concrete panels was used as reflective layer without specific treatment, as first hypothesis. Figure 2 c summarizes the working principle of the solar bifacial facade studied including the expected air flow direction in the air gap and the main solar radiation transmission through its different layers. More precisely, the solar radiation that reaches directly the front side of PV cells is partly absorbed (by the front glass layer on the corresponding areas and the PV cells) and partly reflected towards environment. The solar radiation reaching the semi-transparent areas of PV modules is partly reflected, absorbed and transferred by their glass layers. The transferred part of the solar radiation is partly absorbed by the insulated fiber concrete panels and reflected towards the rear face of PV modules (and thus, of PV cells) for an additional electrical power production. The solar radiation reaching directly the fiber concrete panels and their interfaces is partly absorbed and partly reflected towards the rear face of PV cells and environment (see figure 2 c). It is to be noted that existing multiple absorption, transmission and reflection of solar radiation in the air gap and within the PV modules are not represented in figure 2 c.

Finally, for the choice of the insulation layer material, in order to reach the expected facade thermal properties, a comparison of different insulation products (phenolic foam, glass fiber wool, rock wool and foamed glass) was performed considering their environmental impact, their physical properties and their costs. Table 1 presents the main results obtained based on the insulation materials environmental product declarations (EPD, 2021) and considering 1 m² of panel with a facade thermal resistance of 5 m².K/W (value defined based on requirements for facades of the French thermal regulation RT2012) (ADEME, 2021).

The phenolic foam has the lowest thermal conductivity (of 0.021 W/m.K) permitting to obtain the required thermal resistance with a reduced thickness compared to other insulation materials.

Moreover, for 1 m² of insulation layer, the phenolic foam panel is the lightest (with 3.5 kg) but is more expensive (with 55 Euros/m²) than the rock wool panel and the glass wool panel (with respectively, 22 Euros/m² and 20 Euros/m²). The glass wool panel seems competitive because of its low weight (of 4.32 kg) and cost, but its reduced rigidity (density of 27 kg/m 3 ) increases risks of packing and thus, risks of early degradation of the complete solar element. The rock wool panel has a limited weight (of 11.55 kg) and is more rigid than glass wool panel (with a density of 70 kg/m²) to limit risks of packing.

The foamed glass is the densest (with 120 kg/m 3 ) but it is the heaviest (with 24 kg) and the most expensive (with 240 Euros/m²). Moreover, its energetic footprint is in most cases, the highest, taking into account environmental impact (for example, with 32.4 kg CO2-eq. of global warming potential), waste generation (with 25.2 kg of non-hazardous waste disposed) and resource use (with 497.7 MJ of total use of non-renewable primary energy resources). (See table 1) With a high fire resistance, a sufficient density and a competitive cost, a 20 cm thick rock wool insulation layer (of 0.033 W/m.K of thermal conductivity) was selected as a good compromise for the studied prototype. Moreover, it is fully recyclable and has a reduced energy footprint compared to the other insulation materials considered, with 13.2 kg CO2-eq. of global warming potential, 0.107 kg SO2-eq of acidification potential of land and water, 0.00751 kg (PO4)3-eq of eutrophication potential, 0.00619 kg C2H4-eq of formation potential of tropospheric ozone photochemical oxidants, 0.000000536 kg Sb-eq of abiotic depletion potential for non-fossil resources, 10.7 MJ of total use of renewable primary energy resources, 174.9 MJ of total use of non-renewable primary energy resources, 14 kg of non-hazardous waste disposed and 0.000446 kg of radioactive waste disposed.

(See table 1) Then, the thermal behavior and electrical performance of the developed photovoltaic system was evaluated experimentally in situ during nearly one year.

(a) (b)

Description of the experimental setup

The innovative system was integrated on the south-oriented facade of a test cell of the FACT facility (FACade Tool) at CEA site and instrumented. A test campaign was performed from December 2018 to December 2019 in order to estimate the thermal behavior and the electrical production of the photovoltaic facade and the test cell energy consumption for heating and cooling. A concrete wall was also mounted and instrumented on a similar test cell used as reference. instrumented and more precisely, the PV modules close to its center (PV module 3 and PV module 5, here), in order to obtain a relevant mean system temperature.

Presentation of the test cells instrumentation

In the test cell 3, thermocouples were stuck on both sides of the cast concrete wall at the right side (see figure 6 d).

In Moreover, a thermal camera was used to observe temperature distribution on the two facades.

Measurements of indoor ambient air temperature were realized with thermocouples located at 1 m, 2 m and 3 m from the floor level. An anemometer (of Delta Ohms) permitted to measure air velocity in each test cell and, in order to reduce stratification, a fan was activated to mix air.

Electrical values (power, voltage and current) after inverter were provided by the micro-inverter connected to a communication gateway using an in-house monitoring program developed in Labview NI software.

A weather station existing on CEA site closed to FACT tool permitted to obtain the outdoor ambient air temperature with a sheltered PT100 sensor, the total horizontal solar radiation with a pyranometer in the horizontal plane and the wind velocity and direction with a Windsonic anemometer. An additional pyranometer on the south-oriented facade of FACT tool provided the total solar radiation in the vertical plane (in the PV modules plane).

Two thermal energy meters were used to measure the thermal power (with positive values corresponding to heating periods) permitting then, to calculate the energy consumption for heating and cooling in the two test cells (by numerical integration on a defined period of the thermal power measured on each time step in hour).

All sensors were connected to a local Agilent datalogger and measured data with a 1 min time step were stored on a CEA common database. Uncertainties of sensors are presented in table 3. 

Parameters considered for the analysis of the BIPV system electrical performance

Three main parameters were used for the analysis of the measured electrical data, namely, the performance ratio after the micro-inverter Prac (-), the electrical efficiency ηpv (-) and the final yield Yf (kWh/kWp), which are provided respectively by equation 1, equation 2 and equation 3. The performance ratio permits to evaluate the energy production of the system compared to STC conditions (corresponding to a Prac value of 1). More precisely, the performance ratio permits to take into account the impact of various operating conditions parameters (such as inverter issues, shading, wiring losses, cell mismatch, modules temperature or outages) on the PV system electrical energy production [START_REF] Khalid | Performance ratio-Crucial parameter for grid connected PV plants[END_REF][START_REF] Assoa | Development of a building integrated solar photovoltaic/thermal hybrid drying system[END_REF][START_REF] Cubukcu | Performance analysis of a grid-connected photovoltaic plant in eastern Turkey[END_REF].

The electrical efficiency is the ratio between the electrical energy produced and the solar energy received by the PV system area.

The final yield Yf is the ratio between the electrical energy produced and the nominal power installed and permits to evaluate the number of times the PV system has produced an electrical energy equal to its nominal power on a defined period.

(

(

(3)

With Eac, the electrical energy produced in AC (kWh) that is the numerical integration of the measured electrical power produced by the PV field on a defined period (time step in hour), Ei the cumulated incident solar energy (kWh/m²) obtained with the numerical integration of the measured incident total solar radiation received at the front side of the PV modules on the same period (time step in hour), GSTC the incident solar radiation in standard tests conditions (STC) (equal to 1 kW/m²), Pmax the nominal power (kWp) of the PV modules front side obtained with flash-tests (see table 2) and Spv the PV field area including, here, only the PV modules front glass areas (m²).

Moreover, in order to evaluate the impact of bifaciality on the BIPV field electrical performance, equation 4 was used to calculate an electrical power (noted Ppvmf) produced by a PV field comprising monofacial PV modules with electrical characteristics similar to the ones of the studied bifacial PV modules front side (see equation 4) [START_REF] Kaldellis | Temperature and wind speed impact on the efficiency of PV installations. Experience obtained from outdoor measurements in Greece[END_REF]. A theoretical electrical efficiency ηPV1 was estimated, in this case, based on Tpvmean, the bifacial PV field measured mean temperature (corresponding to an average of the PV module 3 and the PV module 5 measured temperatures) and neglecting the difference of temperatures between the bifacial and the monofacial PV modules [START_REF] Chow | Performance analysis of photovoltaic-thermal collector by explicit dynamic model[END_REF] (see equation 5):
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With ηref and SPV respectively, the reference PV modules efficiency (of 8.7% in STC, here) and the PV modules area (m²). Gi is the incident total solar radiation (W/m²) and βr is the temperature coefficient (supposed equal to -0.37%/°C, for a monocrystalline silicone PV module). Tpvref is the reference PV module temperature (of 25°C, in STC).

Then, a performance loss coefficient Cp was considered and supposed to be equal to 0.62 (mean value used at standard test conditions (STC)) in order to take into account losses due to gridintegration (conversion from DC to AC power, DC and AC electrical systems, inverter losses…). [START_REF] Marion | Performance parameters for grid-connected PV systems[END_REF] Finally, a bifacial gain BG was evaluated using equation 6:

) = $ - ' * (6) 
With Epvmf the electrical energy production (kWh) of the monofacial BIPV facade calculated based on the numerical integration of equation 5 on a defined period (time step in hour).

Analysis of the bifacial photovoltaic PV module thermal behavior

In this section, the thermal behavior of the bifacial photovoltaic facade is analyzed on daily and monthly bases focusing on the PV modules. The PV module 3 and the PV module 5 were mainly studied since they were the most instrumented (see figure 6 b). The PV module 3 is located below the PV module 5 on the solar facade (see figure 6 a).

Analysis of the bifacial PV modules thermal behavior on a daily base

In July 2019, the solar radiation in the vertical plane was up to 554.2 W/m² with a cumulated total solar energy of 51 kWh/m². It is to be noted that due to FACT tool annual maintenance, some measured data were missing from the 8 th to the 21 st of July (see figure 8 a). The ambient temperature was comprised between 14.7°C and 40.7°C (see and figure 8 b).

In January 2019, the maximum solar radiation in the vertical plane was of 295 W/m² with a cumulated total solar energy of 56 kWh/m² (see figure 9 a) and the ambient temperature was between -5°C and 12.1°C (see figure 9 b). and 51.8°C in January and between 15.2°C and 64.2°C in July, while the PV module 5 temperature was comprised between -4.3°C and 57.9°C in January and between 15.5°C and 65.1°C in July. The PV module 5 temperature was higher than the PV module 3 temperature, which could be explained by the predominant rising stack effect (natural ventilation due to air pressure drops and wind effects at the inlets and the outlets of the air gap) [START_REF] Brinkworth | A validated model of naturally ventilated PV cladding[END_REF] in the discontinuous air gap (Sanjuan et al., 2011b) compared to site albedo impact (solar radiation reflected by site elements (ground, front building, mountains and airport)). In January, the thermal gradient between the PV module 3 and the PV module 5 was comprised between -0.2°C and 10.4°C with higher differences during daylight hours.

However, in July, this thermal gradient was reduced (between -1.3°C and 3.7°C) due to the most important effect of site albedo increasing PV modules temperature at the bottom of the facade.

Then, the PV module 3 heating compared to outdoor ambient temperature was between -3.7°C and 28.7°C in July and between -5.3°C and 50.3°C in January, with negative values during night, as expected, due to heat transfer by radiation with the sky. The PV module 5 heating was between -3.4°C and 29.4°C in July and between -5.2°C and 60.4°C in January. (See figure 8 b and figure 9 b) Furthermore, the PV modules thermal behavior was analyzed on a monthly base.

Analysis of the bifacial PV modules thermal behavior on a monthly base

Table 4 presents the monthly maximum temperatures of the PV module 3 and the PV module 5 on the testing period. The gradient of temperatures between the two PV modules was comprised between nearly 0.9°C and 7°C on the testing period, which could also be explained by the stack effect in the discontinuous air gap and by the solar radiation reflected by the ground on the solar facade (albedo) (see table 4).

The lower thermal gradients observed in warm period (between 0.9°C and 3.9°C from April 2019 to August 2019) could be due to an albedo effect enhanced by the higher sun height and solar radiation intensities (see table 4 and figure 8 b).

In mid-season and cold period, the higher gradients of temperatures between the PV module 5 and the PV module 3 (between 3.8°C and 7°C from December 2018 to March 2019 and from September 2019 to December 2019) could be due to lower sun height limiting the albedo effect (see table 4).

Then, figure 10 presents the monthly variations and the average values of the PV field mean temperatures (obtained based on the PV module 3 and the PV module 5 measured temperatures)

from December 2018 to December 2019 (See figure 10). Temperature sensors were stuck on the front glass edge, so, the temperatures of PV cells could be slightly higher than the measured values since the thermal conductivity of glass (of nearly 1 W/m.K) is lower than the one of the monocrystalline silicon PV cells (between 100 W/m.K and 140 W/m.K). Considering the whole testing period, the PV field mean temperatures varied between -4.4°C in January 2019 and 68.3°C in September 2019. In warm season, the PV field mean temperatures were comprised between 0.9°C in April 2019 and 68.3°C in September 2019. The higher level of temperatures compared to cold season is due to more important solar radiation intensities and outdoor ambient air temperatures. In cold season, the PV modules mean temperatures were between -4.4°C

in January 2019 and 66.9°C in October 2019. High temperatures values noted in cold season could be explained by the better sun exposure (lower sun height) for a facade integrated system and by the lower stack effect in the air gap (lower thermal gradient between the top and the bottom of the facade).

(See figure 10)

Then, since all photovoltaic modules could not be instrumented, a thermal camera was used to analyze the gradient of temperatures along the bifacial facade in a warm day and in a cold day.

Analysis of the temperature distribution on the bifacial photovoltaic facade

The thermal behavior of the bifacial photovoltaic facade is analyzed on a daily base focusing on the whole system. The temperature distribution on the indoor side and the outdoor side of the PV facade was studied using a thermal camera (see table 3) in order to estimate the impact of stack effect and of site albedo and to observe the possible existing thermal bridges between the bifacial PV facade basic elements. A day with a low level of solar radiation and a day with a high level of solar radiation were considered. The temperature at the center of the internal coating was of 17.5°C in test cell 3 (reference) (see figure 12 d) and of 22.8°C in test cell 4 (see figure 12 b), in these conditions. Thus, the integration of the bifacial photovoltaic facade has led to an increase of the coating temperature of nearly 5.3°C

Temperature distribution at low solar radiation level

during the testing period and to a reduction of heat transfers through the wall since its temperature is closer to the setpoint temperature in April 2019.

Temperature distribution at high solar radiation level

A similar analysis was performed on a day in May 2019 with more important solar radiation from 1:34 pm to 1:44 pm. The mean solar radiation on the vertical plane was of 365 W/m² nearly (of nearly 661 W/m² on the horizontal plane), the mean ambient temperature was of nearly 21.1°C and the mean wind velocity was of nearly 2.8 m/s.

Figure 13 presents the thermal images and the photographs of the BIPV facade on test cell 4, during this short period (see figure 13). Except for the PV modules located at the bottom of the wall, the PV facade temperature increases slowly from bottom to top due to both the stack effect and the site albedo effect, which are more significant at high solar radiation than at low solar radiation, as expected. Since the air gap is discontinuous and comprises different entries, the gradient of temperatures is not uniform from bottom to top like in a conventional PV ventilated facade. Indeed, the outdoor air entering the air gap is cooler than the PV modules and the fiber concrete panel and thus, reduces their temperatures (Sanjuan et al., 2011b). According to Sanjuan et al. (2011a) Moreover, figure 13 a highlights that the existing site albedo seems to have, here, a preponderant influence compared to the stack effect at high solar radiation conditions and in warm period due to higher sun height. The albedo effect is, as expected, more important close to the ground (which is composed of white and light grey gravels with a high reflection coefficient) and decreases gradually from the bottom to the top of the façade [START_REF] Raybaud | Preliminary Numerical Evaluation of the BIPV's Potential in Urban Areas: Which Method to Use for Solar Radiation Calculation?[END_REF].

Since the PV modules are connected in series on the micro-inverter, this important thermal gradient along the façade could reduce the system electrical performance compared to a more uniform facade temperature distribution.

A darker ground could limit this effect and in the case of bifacial modules installation, a thicker air gap could increase the incident solar radiation rate reflected by the fiber concrete panel and reaching the PV modules backside. Therefore, a suitable choice of the surrounding ground type close to the PV facade could improve its thermal behavior and then its electrical production. Moreover, the increase of the air gap thickness (from 2 cm to 5 cm, for example) could improve the cooling of PV modules at their rear side [START_REF] Lau | Optimization and Evaluation of Naturally Ventilated BIPV Façade Design[END_REF] and thus their electrical production.

These approaches could be included at design phase for the architectural development of fully integrated BIPV solutions [START_REF] Farkas | Designing photovoltaic systems for architectural integration: Criteria and guidelines for product and system developers[END_REF] Finally, figure 14 shows the thermal images and the photographs of the internal coatings of the solar facade on test cell 4 and of the reference facade on test cell 3 at higher solar radiation between 1:42 pm and 1:44 pm on the same day (see figure 14). The mean solar radiation on the vertical plane was of 500 W/m² nearly (of 943 W/m² nearly on the horizontal plane), the mean outdoor ambient air temperature was of 22.2°C and the mean wind velocity of nearly 1.24 m/s, on this period. As expected, lower surface temperatures are noted in test cell 3 (of 20.3°C for the metal structure and of 21.4°C for the internal coating) (see figure 14 e and figure 14 f) compared to test cell 4 (of 23.4°C for the metal structure and of 22.5°C for the indoor coating) (see figure 14 b and figure 14 c).

Results show that at higher solar radiation, there is a lower increase of coating temperature (of 2.2°C nearly) after integration of the bifacial PV facade elements, on the selected testing period. This seems to be due to the more optimal weather conditions (solar radiation and outdoor ambient air temperature) permitting an improved heat storage in the reference concrete wall on test cell 3 and to a better heat extraction (stack effect) in the solar facade air gap on test cell 4 leading to a better cooling of the fiber concrete wall and of the bifacial PV modules.

At low and high solar radiation levels, the uniformity of the internal coating temperature distribution (see figure 12 and figure 14) compared to the important thermal gradient on the outside (see figure 10 and figure 12) of the bifacial BIPV facade highlights also that the developed system configuration permits satisfactorily to limit the impact of the possible thermal bridges at the interfaces of the PV basic elements. It is to be noted that results obtained with thermal camera are consistent with the values of figure 8 b, figure 9 b and table 4.

Analysis of the bifacial photovoltaic modules electrical performance

Analysis of the bifacial photovoltaic facade electrical performance

The electrical production of the PV field of 456 Wp was measured mainly in order to estimate the impact of building integration on bifacial PV modules performance. Table 5 summarizes the system monthly electrical performance after micro-inverter (AC) (energy production, final yield, performance ratio and efficiency), the outdoor ambient air temperature and the cumulated incident solar energy from December 2018 to December 2019 and their annual cumulated or mean values. -964 (total) 60.9 (total) 706.1 (total) 0.732 (mean) 6.3 (mean)

Figure 15 presents the monthly electrical energy production and the performance ratio after microinverter (AC) of the system studied on the selected period. to September 2019) due to higher levels of the PV modules temperature and more optimal incident angles of solar radiation.

The monthly solar energy produced was comprised between 31 kWh/m² and 111 kWh/m² nearly during the two cold seasons and between 51 kWh/m² and 111 kWh/m² nearly in warm season. The cumulated solar energy on the selected period was of 1009 kWh/m² nearly. The lower results obtained in July 2019 and November 2019 are due to monitoring issues and to the site maintenance period.

In cold season, from December 2018 to March 2019 and from October 2019 to December 2019, the monthly electrical energy production was comprised between 2 kWh/m² and 7.4 kWh/m² nearly corresponding to electrical efficiencies between 6.3% and 7% and to performance ratio between 0.736 and 0.806. The monthly final yield was between 23.5 kWh/kWp and 88.9 kWh/kWp and maximum values were obtained in February 2019.

In warm season, from April 2019 to September 2019, the monthly electrical energy production was comprised between 2.8 kWh/m² and 6.9 kWh/m² corresponding to electrical efficiencies between 5.6% and 6.4% and to performance ratio between 0.647 and 0.737. The monthly final yield was between 32.8 kWh/kWp and 80.1 kWh/kWp with maximum values in September 2019 (See table 5 and figure 15). The variations of performance ratio values on the testing period highlight optimal electrical performance in cold season, as expected.

The cumulated electrical energy produced was of 63.8 kWh/m² considering the whole period and of 60.9 kWh/m² on the year (from December 2018 to November 2019) with 31.5 kWh/m² in warm season (from April to September 2019) and 29.4 kWh/m² in cold periods (from December 2018 to March 2019 and from October to November 2019). So, although the less optimal operating conditions in warm season for a façade integrated system, the bifacial photovoltaic field permits globally close cumulated electrical energy productions in cold and warm seasons. This could be explained by the rear side additional production of bifacial PV modules, which seems to increase in warm season thanks to the higher impact of site albedo (see figure 13 a). The lower cumulated energy production in cold season seems to be due to monitoring issue.

The PV system mean annual efficiency was of 6.3% and the total annual final yield was of 706.1 kWh/kWp (of 739.9 kWh/kWp on the whole period). The mean annual value of performance ratio of 0.73 indicates that the level of ventilation of PV modules at the rear side is average due to the low air gap thickness (of 2 cm). Nevertheless, this value indicates also that the facade integrated bifacial PV field provided nearly 73% of its expected electrical energy production in STC conditions and in a nonintegrated configuration, and up to 80.6% in February, which is satisfactory.

Impact of bifaciality on the photovoltaic system electrical performance

Then, the monthly impact of bifaciality on the photovoltaic system electrical performance was analyzed on the testing period based on a comparison with a photovoltaic facade comprising monofacial PV modules with electrical characteristics in STC similar to the ones of the bifacial PV modules front side. Equation 4 and equation 5 were used to calculate the electrical energy production of the monofacial facade since this installation could not be tested on site and the monthly, annual, and period bifacial gains were obtained with equation 6. (See equation 4, equation 5, equation 6 and table 6) Table 6 shows that the monofacial PV system has a lower electrical energy production than the bifacial PV system, as expected.

The bifacial gains were comprised between 4.51% (in June 2019) and 37.49% (in February 2019).

The mean bifacial gains on the selected period and on the year were of respectively, nearly 22.38% and 22.48%, which are coherent with the one obtained numerically by [START_REF] Soria | A study of the annual performance of bifacial photovoltaic modules in the case of vertical facade integration[END_REF] for a facade integration (of nearly 25%). These satisfactory results validate the relevance of the choice of the smooth fiber concrete layer as reflective surface. Nevertheless, a comparison with data measured on a monofacial PV facade should be performed in order to confirm the observations since the calculated results depend on the performance loss coefficient Cp considered.

Then, the impact of the studied system on the building energy consumption for heating and cooling was estimated experimentally.

Impact on the building energy performance

Analysis of the building energy consumption

The impact of the solar prototype on the test cell energy consumption was also evaluated from December 2018 to December 2019. Table 7 summarizes the measured monthly and period cumulated results of energy consumption for heating and cooling and of the total energy consumption needed to maintain the setpoint temperature in the two test cells and the energy savings thanks to the integration of the bifacial BIPV facade calculated taking the test cell 3 results as reference. The total energy consumption is the sum of energy consumptions (in absolute values) for heating and cooling on a defined period. Then, results show that the BIPV system developed has a higher impact on the test cell total energy consumption in cold season (energy savings between 81 and 92%) and especially on the energy consumption for heating compared to the reference test cell.

Figure 16 provides the cumulated total energy consumption and energy consumptions for heating and cooling in the two test cells and the relative differences of energy consumption in each case from December 2018 to December 2019. The cumulated total energy consumption on the whole period was of 636 kWh in test cell 4 and of 1963 kWh in the reference test cell corresponding to a reduction of 68% (see table 6 and figure 16).

More precisely, the cumulated energy consumption for heating was of 158 kWh in test cell 4 and of 1387 kWh in the test cell 3, corresponding to a reduction of nearly 89% after the BIPV facade integration. The cumulated energy consumption for cooling was of 632 kWh in test cell 4 and of 1020 kWh in the test cell 3, corresponding to a decrease of nearly 38% (See figure 16). The values obtained confirmed that the solar solution designed permits to get closer to the targeted reduction of energy consumption for heating of 60%. These high energy savings values after the BIPV facade integration could be limited in case of heat losses through the other test cell walls.

Analysis of the impact of the bifacial PV modules on the indoor air temperature on a daily base

The impact of the integration of the bifacial PV modules on air temperature in the test cell was also analyzed on a daily base during a month in cold season and a month in warm season in order to explain the huge reduction of building energy consumption. These differences of air temperatures show that the integration of the BIPV system leads heat rise in the test cell 4, reducing heat losses through the initial non-insulated concrete facade (as expected for the test cell 3). Thus, the difference of total energy consumption between the two test cells (see table 7 and figure 16) could be explained by the lower heat exchanges between the test cell 4 air (convective and radiant) temperature and its BIPV facade compared to heat exchanges between the test cell 3 air temperature and its reference non-insulated concrete facade. Indeed, in the test cell 4, heat exchanges through the facade are mainly influenced by the insulation layer, by the albedo effect, by the fiber concrete panels cooling thanks to stack effect especially in warm season (reducing energy consumption for cooling) and by a greenhouse effect in cold period in the insulated air gap (reducing energy consumption for heating). In the test cell 3, the heat stored in the facade is partially transferred to indoor environment by conduction, convection and radiation.

Conclusion

The innovative bifacial photovoltaic facade element was described. Then, the nearly one year outdoor tests performed on the south-oriented facades of two full-scale test cells at Le Bourget du Lac integrating eight photovoltaic prototypes and a reference non-insulated concrete wall were presented focusing on the monitoring system description and on the analysis of thermal, electrical, energy consumption and weather data on daily, monthly and annual bases.

Based on two instrumented photovoltaic modules, thermal results mainly highlighted daily mean temperatures between -4.4°C in January 2019 and 68.3°C in September 2019 and an important monthly thermal gradient up to 7°C nearly, especially due to the combined impacts of stack effect and site albedo.

Moreover, the photovoltaic field produced a cumulated electrical energy of 63.8 kWh/m² corresponding to a performance ratio of 0.73 and a mean annual efficiency of 6.3% from December 2018 to December 2019, which is satisfactory for a façade integrated system. Close cumulated electrical performance in cold period (of 29.4 kWh/m²) and in warm period (of 31.5 kWh/m²) were observed and could be explained by the rear side additional production of the bifacial PV modules.

Then, the comparison of temperatures distribution on the internal coatings and the outside of the two test cells facades using thermal images showed that the bifacial photovoltaic facade permits a relevant reduction of heat transfers through the concrete wall at low and high solar radiation levels.

Finally, the comparison of total energy consumption (for heating and cooling) of the two tests cells highlighted that the photovoltaic prototype integration permitted an important energy saving up to 92%, especially in cold season. The cumulated total energy consumption was of 636 kWh in the test cell with the solar facade and of 1963 kWh in the reference test cell corresponding to a reduction of 68% on the whole period. The comparative analysis of indoor air temperatures highlighted that the facade integration of the bifacial photovoltaic system seems to permit a management of heat transfers through the initial test cell non-insulated concrete wall. This leads to a reduction of energy consumption for heating and cooling mainly through the wall insulation, the albedo effect, the fiber concrete panels cooling by stack effect in warm season and a greenhouse effect especially in cold period in the insulated air gap. Nevertheless, these important energy savings could be reduced by heat losses through the other test cell walls.

Results obtained in this work contribute to validate the relevance of the integration of bifacial photovoltaic modules into building envelope and thus, to encourage their use in the framework of solar projects, although the less optimal operating conditions for the rear side electrical energy production.

As further studies, the tested configuration will be integrated into an office building in order to demonstrate its performance in real conditions during nearly one year. 

Nomenclature

  a and figure 1 b) comprising a 2 cm thick fully open air gap and an insulated ultra-high performance fiber concrete panel of Vicat company at the rear side. It is fixed on the initial concrete wall of the test cell using four fastening nuts (see figure 2 a, figure 2 b and figure 2 c). The fastening profiles combined with thermal breaking plastic caps and expansion joints were specifically designed by ARaymond company for the project considering also seismic risks (see figure 2 a and figure 2 b).

Figure 1 :Figure 2 :

 12 Figure 1: CONIPHER Heterojunction bifacial photovoltaic module (a: front side; b: backside)

Figure 3 :

 3 Figure 3: Electroluminescence image of a bifacial PV module.

Figure 3

 3 Figure 3 presents an example of electroluminescence image of a bifacial PV module showing no sign of cells crack.

FACTFigure 4 :Figure 5 :

 45 Figure 4: Photographs of FACT tool (a), of the south -oriented reference wall (on the left side) and of CONIPHER project BIPV wall (on the right side) (b) at CEA site (at Le Bourget du Lac)

  figure 6 a and figure7). A flux meter was also added at the interface between the insulation layer and the concrete wall at the level of PV module 3 in order to analyze more precisely the heat flux distribution within the facade (see figure6 b).

Figure 6 :

 6 Figure 6: Schemes of the photovoltaic facade front view on test cell 4 (a) and its vertical sections (b: section B'-B and c: section C'-C) and of the vertical section of the reference facade on test cell 3 (d) (with orange lines for flux meters and orange dots for thermocouples)

Figure 8 b

 8 Figure 8 b and figure 9 b present daily temperatures profiles of the PV module 3 and the PV module 5 during respectively, a month in warm period (in July 2019) and a month in cold period (in January 2019) and the corresponding outdoor ambient air temperature profiles.

Figure 8 :Figure 9 :

 89 Figure 8: Horizontal total solar radiation, total solar radiation in the vertical plane (a), temperatures profiles of PV modules 3 and 5 and outdoor ambient air temperature (b) during a month in warm period (in July 2019).

Figure 8 b

 8 Figure 8 b and figure 9 b show that the PV module 3 temperature was comprised between -4.5°C

Figure 10 :

 10 Figure 10: Monthly variations of the PV field mean temperature based on the PV modules 3 and 5 front glass temperatures and monthly average values (dark blue line) from December 2018 to December 2019.

Figure 11 Figure 11 :Figure 12 :

 111112 Figure 11 presents the thermal images obtained on a day in April with low level of solar radiation from 1:58 pm to 2:01 pm. The mean solar radiation on the vertical plane was of nearly 58.3 W/m² (of nearly 111.1 W/m² on the horizontal plane), the mean outdoor ambient air temperature was of 15.1°C and the mean wind velocity was of nearly 2 m/s on this short period.

Figure 12

 12 Figure12shows the photographs (see figure12a and figure12 c) and the thermal images (see figure 12 b and figure12 d) of the internal coatings of the solar facade on test cell 4 and the reference facade on test cell 3 from 2:12 pm to 2:21 pm on the same day. The mean solar radiation on the vertical plane was of 47 W/m² nearly (124 W/m² nearly on the horizontal plane), the mean ambient temperature was of 14.8°C nearly and the mean wind velocity was of nearly 2.3 m/s on this period.

Figure 13 :

 13 Figure 13: Thermal images and photographs of the BIPV facade on test cell 4 from 1:34 pm to 1:44 pm on a day in May with high solar radiation: (a) on the PV field; (b) at the interface between PV modules 1, 2, 3 and 4; (c) on fasteners of PV module 3 and (d) at the interface between PV modules 3, 4, 5 and 6.

  , in the case of the studied open joint ventilated solar facade, this outdoor air tends to enter in the air gap at the bottom and the top of the first row of PV modules (see PV modules 1 and 2 in figure 6 a) and to exit at the bottom and top of the upper row of PV modules (see PV modules 7 and 8 in figure 6 a). (See figure 2 c)

Figure 14 :

 14 Figure 14: Photographs and thermal images of the internal coatings of the south-oriented facades of test cell 4 (a, b and c) and of test cell 3 (d, e and f) obtained with a thermal camera from 1:34 to 1:44 pm on a day in May with high solar radiation.

Figure 15 :

 15 Figure 15: Monthly electrical energy production and performance ratio after micro-inverter (AC) of the bifacial BIPV facade from December 2018 to December 2019.

  2019) in the reference test cell (test cell 3) and between 10 kWh (in March 2019) and 145 kWh (in June 2019) in the test cell 4. The reduction of energy consumption in the test cell 4 was between -83% (in April 2019) and -31% (in May 2019) compared to the test cell 3 results. In cold seasons, the total energy consumption was between 39 kWh (in September 2019) and 409 kWh (in January 2019) in the reference test cell and between 13 kWh (in November 2019) and 48 kWh (in January 2019) in the test cell 4. The decrease of energy consumption in the test cell 4 was between -92% (in March 2019) and 8% (in October 2019) compared to the test cell 3. The positive relative difference of total energy consumption noted in October 2019 (of 8%) could be due to the test cell 4 internal door openings (see figure 5 a) leading to an increase of energy consumption for cooling.

Figure 16 :

 16 Figure 16: Cumulated values of the total energy consumption and energy consumptions for heating and cooling needed to maintain the setpoint temperature in the test cell 3 (reference) and in the test cell 4 (with the BIPV facade) (in kWh) and relative differences of energy consumption (in %) from December 2018 to December 2019.

Figure 17 Figure 17 :

 1717 Figure 17 presents the two test cells mean air temperature profiles in July 2019 (warm month) (see figure 17 a) and in January 2019 (cold season) (see figure 17 b).

Table 1 : Comparison of physical properties, costs and environmental impacts (based on their environmental

 1 

	product declarations) of 1 m² of the insulation products considered (phenolic foam, glass fiber wool, rock wool and
	foamed glass) providing a facade thermal resistance of 5 m².K/W:		
		Phenolic	Rock Wool	Foamed	Glass wool
		foam		Glass	
	Cost (Euros/m²)	55	22	240	20
	Weight (kg)	3.50	11.55	24	4.32
	Density (kg/m 3 )	35	70	120	27
	Thickness (cm)	10	16.5	20	16
	Thermal conductivity (W/m.K)	0.021	0.033	0.040	0.032
	Lifetime (year)	50	50	50	50
		Environmental impact		

Table 2 :

 2 Electrical characteristics of the eight bifacial PV modules measured with flash-tests: minimum, maximumand mean values of results obtained.

	Characteristics		Summary of performance measured	
			Mean	Max	Min	Variance
	Open	circuit	17.02	17.17	16.91	0.42%
	voltage Voc (V)				
	Short-circuit current	4.60	4.65	4.55	0.63%
	Isc (A)					
	Nominal electrical	57.41	58.28	56.71	0.88%
	power Pmax (Wp)				
	Cell efficiency (%)	20.02	20.32	19.78	0.88%
	Fill Factor (%)	73.29	74.80	72.48	0.98%

Table 2

 2 

shows that the eight selected bifacial PV modules have a mean power output of nearly 57 Wp with less than 1% of variance. Their mean electrical open-circuit voltage and mean short-circuit current are respectively of nearly 17 V and 4.6 A, with a mean cell efficiency of nearly 20%. The PV modules efficiency is of nearly 8.7%.

Table 3 :

 3 Uncertainties of the measurement sensors

	Sensors	Uncertainty and sensitivity
	T-type thermocouple of TC SA	Less or equal to 2%;
	CS215 perforated PT100 probe of	± 0.3°C at 25°C;
	Campbell Scientific	± 0.4°C (between +5 and +40°C);
		± 0.9°C (between -40 and +70°C);
	Anemometer of Delta Ohms	± 0.05 m/s (k=2) for an air velocity of 1 m/s;
	Ultrasonic anemometer Windsonic WS3 of	± 2% for wind velocity range between 0 and 60 m/s;
	Gill Instruments	± 3% for wind direction range between 0 and 359°;
	Pyranometer CMP11 of Kipp & Zonen	± 1.4%;

BCAM thermal camera of Flir Systems ± 2°C or ± 2% of reading (between -10 and +100°C) (default auto-adjusted emissivity: 0.96);

34972A datalogger of Agilent ± 0.0035% of reading ±0.005% of selected range;

SHARKY 775 energy meter of DHIEL ± 10% on thermal power (positive values for heating periods and negative values for cooling periods).

Table 4

 4 

	: Monthly maximum temperatures of the PV module 3 (Tpv3) and the PV module 5 (Tpv5) and absolute
	difference of temperatures (dTpv) taking Tpv5 as reference from December 2018 to December 2019.
	Month and year	Tpv3 (°C) Tpv5 (°C)	dTpv (°C)
	December 2018	51.7	58.2	6.5
	January 2019	51.8	57.9	6.1
	February 2019	60.6	66.8	6.2
	March 2019	61.6	66.9	5.2
	April 2019	58.1	62.0	3.9
	May 2019	52.3	53.4	1.2
	June 2019	61.2	62.2	1.1
	July 2019	64.2	65.1	0.9
	August 2019	66.2	68.6	2.4
	September 2019	66.4	70.2	3.8
	October 2019	64.4	69.3	4.9
	November 2019	50.9	57.9	7.0
	December 2019	51.0	57.7	6.7
	According to results of table 4, the PV module 5 reached maximum temperatures of nearly 69.3°C
	in autumn (in October 2019), 66.9°C in winter (in March 2019), 62.2°C in spring (in June 2019) and
	70.2°C in summer (in September 2019) and thus was warmer than the PV module 3 (with respectively,
	64.4°C, 61.6°C, 61.2°C and 66.4°C).			

Table 5 :

 5 

	Month	Ambient air	Cumulated	Cumulated	Final yield	Performance	Electrical
		temperature	total solar	electrical	(kWh/kWp)	ratio (-)	efficiency
		([min; max];	energy in	energy			(%)
		mean) (°C)	the vertical	production			
			plane	(AC)			
			(kWh/m²)	(kWh/m²)			
	December 2018	[-4.2;16.4]; 5.7	44	2.9	33.4	0.8	6.5
	January 2019	[-5; 12.1]; 2.8	56	3.8	44.4	0.792	6.8
	February 2019	[-4.5; 21.2]; 4.8	110	7.7	88.9	0.806	7.0
	March 2019	[-1.7; 24]; 9.1	111	7.4	85.8	0.776	6.7
	April 2019	[0.4; 27]; 12	98	6.2	71.9	0.737	6.4

Monthly, period and annual (cumulated or mean) 

electrical performance after micro-inverter (AC) of the bifacial BIPV facade (electrical energy production, final yield, performance ratio and electrical efficiency), outdoor ambient air temperature (minimum, maximum and mean values) and incident total solar energy from December 2018 to December 2019.

  Table 5 and figure 15 indicate, as expected, a decrease of performance in warm season (from April

Table 6 :

 6 Monthly, period and annual cumulated electrical performance after micro-inverter (AC) (kWh) of the bifacial BIPV façade and of the monofacial BIPV façade and bifacial gains from December 2018 to December

	2019			
	Month	Cumulated	Cumulated	Bifacial gain
		electrical energy	electrical energy	(%)
		production of the	production of the	
		bifacial BIPV	monofacial BIPV	
		facade (kWh)	facade (kWh)	
			(calculated)	
	December 2018	15.9	12.5	26.38
	January 2019	20.3	15.8	28.09
	February 2019	40.6	29.5	37.49
	March 2019	39.1	29.9	30.77
	April 2019	32.8	26.6	23.19
	May 2019	25.4	22.2	14.08
	June 2019	19.8	19.0	4.51
	July 2019	6.8	6.1	11.03
	August 2019	33.0	28.2	17.28
	September 2019	33.0	29.1	13.48
	October 2019	29.7	23.0	29.00
	November 2019	10.7	8.7	23.35
	December 2019	15.4	12.8	20.46
	Period	322.3	263.4	22.38
	(cumulated)			
	Year (cumulated)	307.0	250.62	22.48

Table 7 :

 7 Measured cumulated monthly and period energy consumptions for heating and cooling and total energy consumption needed to maintain the setpoint temperature in the reference test cell 3 (non-insulated concrete wall) and in the test cell 4 with the bifacial BIPV facade (in kWh) and calculated energy savings (relative difference of total energy consumptions in %) from December 2018 to December 2019.

		Prototype	Reference	Prototype	Reference	Prototype	Reference	Relative
		energy	energy	energy	energy	total	total	difference
		consumpti	consumpti	consumpti	consumpti	energy	energy	of total
		on for	on for	on for	on for	consumpti	consumpti	energy
		Heating	Heating	Cooling	Cooling	on	on	consumptio
		(kWh)	(kWh)	(kWh)	(kWh)	(kWh)	(kWh)	ns (%)
	December	25	174	9	8	34	182	-81
	2018							
	January	45	409	3	0	48	409	-88
	2019							
	February	27	269	2	0	29	269	-89
	2019							
	March	12	160	2	1	13	160	-92
	2019							
	April 2019	9	59	1	1	10	60	-83
	May 2019	6	42	41	26	47	68	-31
	June 2019	0	1	145	226	145	227	-36
	July 2019	4	3	133	279	137	282	-51
	August	0	1	120	256	120	257	-53
	2019							
	September	1	2	83	142	84	143	-41
	2019							
	October	1	3	41	36	42	39	8
	2019							
	November	9	131	3	2	13	133	-90
	2019							
	December	12	126	2	1	14	127	-89
	2019							
	Total	158	1387	632	1020	636	1963	-68
	values							

Results of table 7 indicates that the integration of the developed bifacial BIPV facade permitted a reduction of the total energy consumption up to 92% (reached in March 2019). In warm season, the total energy consumption was comprised between 60 kWh (in March 2019) and 282 kWh (in July
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