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® Set the block corner on the wall, based on geometric critera.

® For each block corner n i n of the layer n, we compute the ideal position of the next block corner n i n+1 in the layer n + 1. This is done using the advection of the position of the first block corner along the field v.

® Solve the conflicts due to expansion or shrinking on the layer [3] (Fig. 3). ® Apply a transfinite method to generate the mesh in each block (Fig. 2.e).
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® Internal block mesh smoothing [5] for the blocks of the first layer. This work proposes a solution to automatically generate 2D quadrilateral block-structured meshes dedicated to flow simulation around a single vehicle.

Results and Applications

N Improve the mesh size transition.

N Improve the final mesh quality by block and final mesh smoothing.

N Extend the method the the 3D case.

N Switch to high order blocks.
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 61 FIGURE 1 -Flow around a supersonic vehicle.
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 2 FIGURE 2 -Starting from a triangulation of the domain (a), we first generate and combine distance fields (b) and build a vector field that ensure wall orthogonality and the alignment with the angle of attack (c). Using those fields, we generate curved blocks (d) and a final quad mesh where the element size is carefully controlled in the boundary layer (e). Numerical simulation can then be launched (f).

FIGURE 3 -

 3 FIGURE 3 -Block simple insertion (a), double insertion (c) and shrinking (b) on a layer.
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 4 FIGURE 4 -Mesh validation with a CFD simulation around the NACA 0012 [6] airfoil. The angle of attack is α = 15 • .