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In this paper we present a millimeter wave radio channel measurement campaign, employing either a directional array, that is a Transmitting Reconfigurable Intelligent Surface (T-RIS) or an omnidirectional array, that is a Virtual Cubic Array (VCA) at the transmitting side. A monopole antenna is considered at the receiving side in both instances. We evaluate how the structure of the channel is geometrically modified when considering these two different types of arrays. The comparison of large-scale parameters such as the path loss, the delay, and angular spread is provided.

I. INTRODUCTION

Massive multiple-input multiple-output (MIMO) technology involves the deployment of numerous antennas, generally at the base station, in order to increase channel capacity, link reliability, and eventually provide enhanced security [START_REF] Swindlehurst | Millimeter-wave massive MIMO: the next wireless revolution?[END_REF]. Literature has been focusing on sub-6 GHz massive MIMO channels, showing the benefits of these approaches [START_REF] Larsson | Massive mimo for next generation wireless systems[END_REF], [START_REF] Björnson | Massive MIMO networks: Spectral, energy, and hardware efficiency[END_REF], [START_REF] Ye | An overview of massive MIMO: Benefits and challenges[END_REF], [START_REF] Zhang | Recent research on massive MIMO propagation channels: A survey[END_REF].

In the development of 5G and beyond networks, millimeter waves technologies are expected to play a main role to attain unprecedented performance of low-latency and high-date rate. These technologies are often considered in combination with massive MIMO transmission and beamforming antennas to counteract the poor link budgets [START_REF] Huang | Multi-frequency mmWave massive MIMO channel measurements and characterization for 5G wireless communication systems[END_REF]. Reconfigurable Intelligent Surfaces (RIS) are nowadays considered as a new paradigm for wireless communication [START_REF] Basar | Wireless Communications Through Reconfigurable Intelligent Surfaces[END_REF]. The interaction with electric and/or magnetic fields, is typically provided by resonant effects controlled by the geometry of the unit cells and their distribution, enabling antenna performance enhancement (beamshaping), flat lens, artificial magnetic conductors, cloaking, absorbers and scattering reduction. Indeed, one of the use of these surfaces is to realize reflect-or transmitarrays as solutions for applications requiring high gain and efficiency, and wide field of view (>60 • ) scanning capabilities. These technologies have recently emerged as a promising alternative to the traditional phased arrays. In the past fixed beam transmitarrays have already been used for channel characterization in the V-band for backscattering measurements [START_REF] Guerra | A Millimeter-Wave Indoor Backscattering Channel Model for Environment Mapping[END_REF].

In this paper we evaluate how the structure of the channel is geometrically modified when a (directional) Transmitting-Reconfigurable Intelligent Surface (T-RIS) is used instead of an (omnidirectional) Virtual Cubic Array (VCA).

The paper is structured as follows: in Section II, the measurement campaign is presented. Section III presents the methodology and Section IV discusses the results. Section V concludes the paper.

II. CHANNEL MEASUREMENT CAMPAIGN AND SETUP

The channel measurements were conducted in a laboratory room. The dimensions of the room were 72.41 m 2 . The laboratory room is furnished with tables, chairs, desktops, sofas, and a televison as clearly depicted in the figures, Fig. 1(a) and Fig. 1(b). The left walls of the room comprises mostly of glass windows and the right side walls also have a part with a glass window. On the roof, also present is a metallic positioner. The measurement setup consists of a 4-port Vector Network Analyzer operating in the frequency range 24-40 GHz, either a 5×5×5 VCA or a T-RIS (size 20×20, 1 bit) at the transmitting side, a monopole antenna at the receiving side and an X-Y-Z positioner. The T-RIS measurement setup is shown in Fig. 2. A 4 GHz bandwidth was measured in the frequency band 26-30 GHz sweeping 801 frequency points. The transmitted power was 10 dBm. The receive side (RX) and the transmit side (TX) were both at a height of 1.52 m above the ground. For the VCA setup, the monopole antenna placed on a X-Y-Z scanner performs spatial grids of a halfwavelength grid step. The monopole antennas are vertically polarized and are characterized by 0 dBi maximum gain. The T-RIS measured characteristics are detailed in [START_REF] Mudonhi | RIS-enabled mmWave Channel Sounding Based on Electronically Reconfigurable Transmitarrays[END_REF] and the design is given in [START_REF] Palma | Circularly-polarized reconfigurable transmitarray in Kaband with beam scanning and polarization switching capabilities[END_REF]. The maximum gain for φ s = 0 • is 15.9 dBi and 18.7 dBic, respectively, while for a maximum steering angle of -60 • the gain drops to 7.87 dBi and 11.94 dBic, respectively. The steering angle varies as a function of frequency, due to the beam squint, but the effect remains limited even for larger pointing angles. The T-RIS scans the environment in the following fashion: φ s varies from -60 • to 60 • following a step of 5 • . This implies that at each particular receiver position, 25 beam scans are considered. 

III. MULTIPATH ESTIMATION AND T-RIS PATTERN

EMBEDDING For the VCA channel measurements, the UWB-SAGE (Ultra-wideband Space-Alternating Generalized Expectation-Maximization) algorithm was used [START_REF] Haneda | An application of SAGE algorithm for UWB propagation channel estimation[END_REF] for the multipath components (MPCs) detection and channel parameters estimations. MPCs of significant powers were considered in this work (10dB above the noise floor). The maximum number of resolvable MPCs to be estimated was set to 100. The stopping criteria was when more than 95 percent of the measured channel power had been estimated, or otherwise, when the maximum number of the resolvable MPCs had been reached. Fig. 3 shows the azimuth angle of departure (AoD) and elevation angle of departure (EoD) polar plots for the receiver position RX5: each circle on the figures represents a detected MPC, whose color is the power and the radial distance is the traveled distance in meters. Fig. 4 shows the detected MPCs, the measured and the estimated power delay profiles (PDPs) for RX5. Starting from the VCA detected MPCs for a particular RX position, we embed the 2D (two-dimensional space) T-RIS measured radiation patterns as well as the 3D (threedimensional space) T-RIS simulated radiation patterns. Our objective is to compare the synthesized channels to the T-RIS actual measured channels.

The circularly polarized T-RIS vector transfer function can be written as:

H(f, θ, φ, θs, φs) = Hv(f, θ, φ, θs, φs) av ± jH h (f, θ, φ, θs, φs) a h ( 1 
)
where H v (f, θ, φ, θ s , φ s ) is the vertical component and H h (f, θ, φ, θ s , φ s ) is the horizontal component, θ, φ are the pattern elevation and azimuthal angles respectively, θ s , φ s are the elevation and azimuthal steering angles, respectively. For the embedding process, we only consider the T-RIS copolarization component that is

H cop (f, θ, φ, θ s , φ s ) = H v (f, θ, φ, θ s , φ s ). In our case, θ = [0 • : 1 • : 180 • ], φ = [-90 • : 1 • : 90 • ], θ s was fixed at 90 • and φ s = [-60 • : 5 • : 60 • ].
The embedding process is perfomed as follows:

α emb i = α V CA i × H cop (f, θ = θ EoD,i , φ = φ AoD,i , θ s , φ s ) (2) 
where α V CA i , θ EoD,i , φ AoD,i are the amplitude, EoD and AoD of the i-th detected MPC for a particular RX considering the VCA channel measurements and α emb i is the embedded amplitude. For 2D T-RIS measured radiation pattern embedding, in equation (2), θ s = θ = 90 • . For the 3D T-RIS simulated radiation pattern embedding, in equation (2), θ s = 90 • and we consider only the the centre frequency (f = f c =28 GHz).

IV. RESULTS

A. Measured Channel vs Synthesized Channels

In this section, we will discuss the results. For the receiver positions RX1, RX2, RX5 and RX6, the T-RIS main beam is in the steering direction φ s = 0 • , while for the receiver positions RX3, RX4, RX7 and RX8, the main beams are in the steering directions φ s = 15 • , -15 • , 10 • , and -10 • respectively. In [START_REF] Mudonhi | RIS-enabled mmWave Channel Sounding Based on Electronically Reconfigurable Transmitarrays[END_REF], the T-RIS was found to decrease both the path loss and delay spread for all receiver positions in the main lobe direction. Fig. 5(a) shows the 2D measured T-RIS radiation pattern embedding in the azimuth plane for the position RX1. We can see that the embedding process results in some significant paths whose AoDs do not lie within the T-RIS range [-90 • : 1 • : 90 • ] being eliminated. We can also see that the power of the MPCs whose AoD are within the half power beamwidth (HPBW) are amplified while those outside the HPBW are decreased when the embedding is performed using the T-RIS radiation pattern for φ s = 0 • . A similar behaviour is observed for the other receiver positions when embedded with the T-RIS radiation pattern corresponding to steering angle which has the particular receiver in the main lobe direction. Fig. 5(b) shows the 3D simulated T-RIS radiation pattern embedding in both the azimuth and elevation planes for the position RX1. The 3D simulated T-RIS radiation pattern corresponds to the center frequency (f = f c =28 GHz) and we can notice that some significant paths whose AoDs do not lie within the T-RIS range [-90 • : 1 • : 90 • ] were eliminated. On top of this, we can clearly see in Fig. 5(b) that 3D embedding impacts the MPCs in both the azimuth and elevation planes.

With respect to the PDPs, Fig. 6 shows the superposed PDP envelopes for the receiver position RX8. The graph shows the comparison of the actual T-RIS measured channel PDP (in blue color) with the PDPs of synthesized channels (in red and green colors). The synthesized channels involve the plugging in or embedding of the measured 2D and simulated 3D T-RIS radiation patterns to the UWB SAGE extracted MPCs from the VCA measurement setup. From Fig. 6, we can observe that the 3D synthesized channel closely resembles the actual measured channel as it corrects the overestimation of secondary MPCs powers encountered in the 2D synthesized channels. It is worth mentioning that there is a 3 dBi peak gain difference between the average 2D T-RIS measured gain pattern and the 3D T-RIS simulated gain patterns, with the latter being higher.

B. Large Scale Parametes

We employed the conventional gain power law (3) to model the distance dependant channel gain.

G dB (d) = G 0 -n • 10 • log 10 d d 0 + X σ (3)
where G 0 is the intercept in dB at the reference distance d 0 set to 1 m. The path loss exponent, n indicates the decrease in channel gain as a function of the distance d between the transmitter and receiver. Both G 0 and n are obtained from the intercept and slope of the best-fit to (3) according to the minimum mean square error. X σ is the variation due to long-term fading effects and is characterized through a normal distribution with zero mean and a standard deviation σ in dB. Fig. 7 shows the path gain comparison of the VCA measured channel, T-RIS measured channel and the synthesized channels (measured 2D and simulated 3D T-RIS radiation patterns).

To get the VCA path gain curve magenta, at each receiver position, the equation ( 4) was followed.

P G V CA = 1 BW BW/2 -BW/2 |H (f )| 2 df ( 4 
)
where P G V CA is the path gain, BW is the bandwidth and H(f ) is the channel transfer function.

In order to obtain the actual T-RIS curve in blue, and the synthesized T-RIS channels (in red and green), we computed the path gain at each receiver position using equation [START_REF] Zhang | Recent research on massive MIMO propagation channels: A survey[END_REF].

P G T RIS = max(|H (φ s,m , f )| 2 ) ( 5 
)
where φ s,m is the steering angle corresponding to the main lobe direction where the maximum power is received at a particular receiver position. In particular, we have φ s,m = 0 • for receivers RX1, RX2, RX5 and RX6 and φ s,m = 15 • , -15 • , 10 The root mean square delay spread (DS), is the square root of the second central moment of the the power delay profile (PDP). For a multipath channel, the DS is a measure of duration of time over which most of the symbol energy from the transmitter arrives to the receiver. The root mean square delay spread is calculated using the mean delay (the first moment of the PDP). Fig. 8 shows the delay spread models and table II provides the delay spread parameters. The delay spreads appear to increase with increasing transmitterreceiver separation distance. The T-RIS cases are characterized by lesser delay spreads than the VCA case and this is due to the high T-RIS gain and directivity. Figures Fig. 9 and Fig. 10 respectively show the angular spreads in the azimuth and elevation planes, considering only the VCA scenario and the synthesized channel cases. Likewise, the tables, table III and table IV respectively give the model parameters. We observe that the VCA channel is more spread in the azimuth plane (reaching values over 50 • ) and less spread in the elevation plane (values around 5 • ) whereas the T-RIS synthesized cases are characterized by small angular spreads in both planes (less than 10 • ).

V. CONCLUSIONS

In this paper we evaluated how the structure of the channel is geometrically modified when a directional array is used 
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  • , and -10 • respectively for receivers RX3, RX4, RX7 and RX8. We can see that the VCA measured channel comprises the least channel gain and this is due to the presence of high gain T-RIS in the other cases. We can also see that the synthesized channel (considering the measured 2D T-RIS gain patterns), in red color, is lower compared to the actual measured T-RIS channel, in blue color, because the channel gain in the actual measured T-RIS channel includes the diffuse components which are not present in the synthesized channel. The synthesized channel considering measured 2D T-RIS gain pattern is also lower than the simulated 3D channel because of the 3dBi gain difference between the measured and the simulated T-RIS gains. The path loss model parameters are given in table I.