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Ellingham diagram of Na

Corrosion testing

Austenitic stainless steel 316L(N) (Fe, 18 wt.% Cr, 12 wt.% Ni, 2.3 wt.% Mo, 1.7 wt.% Mn) is the reference material for studied 4 th nuclear reactor material sustainability.

Any interactions between the liquid metal and the structural materials must be well known, well understood and predicted to guarantee a 60 years service life-time as well as a good resistance to incidental conditions.

The most important and prevalent impurity in liquid sodium is oxygen. With temperature, oxygen is known to be one of the main corrosion parameters in liquid sodium. In fact, the empirical laws proposed for the dissolution of austenitic steel in liquid sodium mainly depend on the oxygen content. Moreover, thermodynamics data point out that oxidation might occur, with the formation of sodium chromite (NaCrO 2 ). Oxidation is observed on 316L(N) stainless steel exposed to static liquid sodium and parts of Phénix Sodium Fast Reactor. All conditions

Conclusion and prospect

Several phenomena are identified: dissolution, oxidation and carburization Some mechanisms are specifically studied:

-Reaction interface -Chromium diffusion

The chromium profile seems to be explained by diffusion mechanisms:

The effect of grain boundaries is observed and agrees well with the published local diffusion coefficient as well as the apparent diffusion coefficient agrees well with the values found in the literature Other phenomena can be extensively studied: Carburization by liquid sodium and Dissolution Thermodynamics data predict iron dissolution enhancement with oxygen content and may explain the behaviour at 450°C, where chromium diffuses inside the alloy more quickly when the liquid sodium contains 200 µg.g -1 of oxygen content than when it contains 56 µg.g -1 of oxygen content 

  control -Purification (oxygen hot trapping by Zr foil) -Oxygen adding (bubbling or Na 2 O): 56 or 200 µg.g -1 -Using of oxygen tracer ( 16 O then 18 O)

4

  th nuclear reactor cooled by liquid sodium The objectives of the study are to understand oxygen-enhanced corrosion, to identify implied mechanisms and to model them in order to improve the long-term prediction. layer: rich in Cr, Na, O and C 2 nd layer: rich in Mo and C Then: 𝐷 𝑎𝑝𝑝 and 𝐶 𝑠𝑢𝑟𝑓 Local diffusion coefficient: -good agreement for grain boundaries -Volume diffusion coefficient lower than the one found in the literature Apparent diffusion coefficient: -Good agreement for low sodium oxide activity -Higher chromium flux for high oxygen activity (450°C, C O =200µg.g -1 )  other corrosion phenomenon?
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