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METHODOLOGY FOR MEASURING AND EVALUATION OF INVENTORY IN THE WASTE CHLORE-36 GRAPHITE

NUCLEAR GRAPHITE WASTE

Nuclear graphite waste in France 9 UNGG reactors (graphite moderated, fueled with natural uranium, CO 2 cooled) 23000 t of irradiated graphite => 100 000 m 3 of conditioned waste in cementitious packages Nuclear graphite are classified as "Long Life Waste -Low Level" ( 14 C, 36 Cl ..) 81% of the graphite still in reactor waiting for dismantling Determine the radionuclide content of the graphite waste is an obligation for safety reasons and to determine the best strategy for their management

Main French studies

Objective : characterize 36 Cl source term (inventory) in irradiated graphite. 36 Cl (301000y half-life) is the main radionuclide which can contribute to the long term radiological impact of graphite in disposal due to his long lifetime, high mobility and solubility Methodologies : CEA develop analytical procedure optimized for 36 Cl measurement with those followed specifications: 1. Strategies are defined to take into account the huge variability of 36 Cl 2. Methodology for sample homogenization 3. Analytical methodology optimized to measure 36 Cl => 36 Cl activity in French i-graphite is very low but with a huge variability (1-10 3 Bq/g) and a specific analytical procedure must be used (with low detection limit)

Origin of natural chlorine in nuclear graphite

  As an impurity in the basic materials used for the manufacture (Coke, Coal tar pitch, cleaning agents(NaF, MgF 2 ..),…) Brought by air pollution (end of the manufacture, during storage) Present at low level in the coolant gas (Air, CO 2 ) Cl in nuclear graphite is around 5 to 40 ppm Origin of 36 Cl (long live radionuclide 3.10 5 y, β -) Production -Direct activation of 35 Cl (77,5%) 44 barns -Direct activation of 39 K (93,25%) 0,004 barns -Indirect activation of 34 S (4,2%) 0,34 barns => 35 Cl(n,g) 36 Cl is the predominant reaction for the formation of 36 Cl in irradiated graphite but with nuclear recoil 36 Cl location should be different from 35 Cl initial position (atoms are 'displaced', some maybe re-form covalent bonds =>different speciation of 36 Cl and 35 Cl)
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TYPE OF « GRAPHITE » SAMPLE

Type of sample

Massive Sample (example : sample from G2 reactor from 0,6 to 1,5 kg) But this analytical methodology (grinding and analytical process) were not sufficient to have a "best estimate value" for inventory we need to develop …..

VARIABILITY CONSIDERATION
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